The papers included in this volume were part of the technical conference cited on the cover and title page. Papers were selected and subject to review by the editors and conference program committee. Some conference presentations may not be available for publication. The papers published in these proceedings reflect the work and thoughts of the authors and are published herein as submitted. The publisher is not responsible for the validity of the information or for any outcomes resulting from reliance thereon.

Please use the following format to cite material from this book:


ISSN 0277-786X
ISBN 9780819475640

Published by
SPIE
P.O. Box 10, Bellingham, Washington 98227-0010 USA
Telephone +1 360 676 3290 (Pacific Time) · Fax +1 360 647 1445
SPIE.org

Copyright © 2009, Society of Photo-Optical Instrumentation Engineers

Copying of material in this book for internal or personal use, or for the internal or personal use of specific clients, beyond the fair use provisions granted by the U.S. Copyright Law is authorized by SPIE subject to payment of copying fees. The Transactional Reporting Service base fee for this volume is $18.00 per article (or portion thereof), which should be paid directly to the Copyright Clearance Center (CCC), 222 Rosewood Drive, Danvers, MA 01923. Payment may also be made electronically through CCC Online at copyright.com. Other copying for republication, resale, advertising or promotion, or any form of systematic or multiple reproduction of any material in this book is prohibited except with permission in writing from the publisher. The CCC fee code is 0277-786X/09/$18.00.

Printed in the United States of America.

Publication of record for individual papers is online in the SPIE Digital Library.

SPIEDigitalLibrary.org

Paper Numbering: Proceedings of SPIE follow an e-First publication model, with papers published first online and then in print and on CD-ROM. Papers are published as they are submitted and meet publication criteria. A unique, consistent, permanent citation identifier (CID) number is assigned to each article at the time of the first publication. Utilization of CIDs allows articles to be fully citable as soon they are published online, and connects the same identifier to all online, print, and electronic versions of the publication. SPIE uses a six-digit CID article numbering system in which:

- The first four digits correspond to the SPIE volume number.
- The last two digits indicate publication order within the volume using a Base 36 numbering system employing both numerals and letters. These two-number sets start with 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, 0A, 0B … 0Z, followed by 10-12, 20-2Z, etc.

The CID number appears on each page of the manuscript. The complete citation is used on the first page, and an abbreviated version on subsequent pages. Numbers in the index correspond to the last two digits of the six-digit CID number.
## Contents

### Part One

<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>xvii</td>
<td>Conference Committee</td>
</tr>
<tr>
<td>xxi</td>
<td>Introduction</td>
</tr>
</tbody>
</table>

### INFRARED AT JET PROPULSION LABORATORY

- **7298 02**  
  **Thermal infrared spectral imager for airborne science applications (Invited Paper)**  

- **7298 03**  
  **Compact infrared spectrometers (Invited Paper)**  
  P. Mouroulis, California Institute of Technology (United States)

- **7298 04**  
  **Demonstration of mid- and long-wavelength infrared antimonide-based focal plane arrays (Invited Paper)**  

- **7298 05**  
  **Novel quantum well, quantum dot, and superlattice heterostructure based infrared detectors (Invited Paper)**  
  D. Z.-Y. Ting, S. V. Bandara, C. J. Hill, S. D. Gunapala, Jet Propulsion Lab. (United States); Y.-C. Chang, Univ. of Illinois at Urbana-Champaign (United States); H. C. Liu, C. Y. Song, National Research Council Canada (Canada); A. Soibel, J. Mumolo, J. Nguyen, J. K. Liu, S. A. Keo, Jet Propulsion Lab. (United States); S. B. Rafol, Infravision Systems (United States); E. R. Blazejewski, Jet Propulsion Lab. (United States)

- **7298 06**  
  **Large format multicolor QWIP focal plane arrays (Invited Paper)**  

### CQWIP, QDWell, and QWIP FPAS

- **7298 07**  
  **C-QWIP focal plane array sensitivity**  
  K. K. Choi, Army Research Lab. (United States); D. P. Forrai, D. Endres, L-3 Communications Cincinnati Electronics (United States); J. Sun, Army Research Lab. (United States); P. Pinsukanjana, Intelligent Epitaxy Technology, Inc. (United States); J. W. Devitt, L-3 Communications Cincinnati Electronics (United States)

- **7298 08**  
  **Multispectral infrared detection using plasmon-assisted cavities**  
  R. V. Sheno, CHTM, The Univ. of New Mexico (United States); J. Rosenberg, California Institute of Technology (United States); T. E. Vandervelde, Tufts Univ. (United States); O. J. Painter, California Institute of Technology (United States); S. Krishna, CHTM, The Univ. of New Mexico (United States)
Smart photodetector and focal plane array [7298-09]
J. Vaillancourt, X. Lu, Univ. of Massachusetts Lowell (United States)

Recent trials results of a LWIR polarimeter [7298-10]
B. Connor, I. Carrie, Thales Optronics Ltd. (United Kingdom)

**QWIP AND QDIP WITH ANTIMONIDES**

Quantum well infrared photodetectors: design using the transfer matrix method [7298-11]
R. A. T. Santos, F. D. P. Alves, Instituto Tecnológico de Aeronautica (Brazil); C. G. R. Taranti, Instituto de Aeronáutica e Espaço (Brazil); J. de Amorim Filho, Instituto Tecnológico de Aeronautica (Brazil); G. Karunasiri, Naval Postgraduate School (United States)

Very longwave infrared (> 14 µm) quantum-dot photodetector [7298-12]
J. Vaillancourt, X. Lu, Univ. of Massachusetts Lowell (United States)

High-performance 256 x 256 pixel LWIR QDIP [7298-13]
M. Nagashima, M. Kibe, M. Doshida, Ministry of Defense (Japan); H. Yamashita, R. Suzuki, Y. Uchiyama, Y. Matsukura, H. Nishino, T. Fujii, Fujitsu Labs., Ltd. (Japan); S. Miyazaki, Fujitsu Ltd. (Japan)

Development of IR imaging at IRnova [7298-14]
H. Martijn, C. Asplund, H. Malm, S. Smuk, IRnova AB (Sweden); L. Höglund, Acreo AB (Sweden); O. Gustafsson, M. Hammar, S. Hellström, Royal Institute of Technology (Sweden)

**NOVEL UNCOOLED TECHNOLOGIES**

Parylene-based uncooled thermomechanical array [7298-17]
O. Ferhanoglu, M. F. Toy, H. Urey, Koç Univ. (Turkey)

Optical readout photomechanical imager: from design to implementation [7298-18]
M. Erdtmann, L. Zhang, G. Jin, S. Radhakrishnan, G. Simelgor, J. Salerno, Agiltron, Inc. (United States)

The roadmap for low-price high performance IR detector based on LWIR to NIR light up-conversion approach [7298-19]
R. Kipper, D. Arbel, E. Baskin, A. Fayer, A. Epstein, N. Shuall, A. Saguy, D. Veksler, B. Spektor, D. Ben-Aharon, V. Garber, D.C. Sirica Ltd. (Israel) and Sirica Corporation (Israel)
Silicon germanium oxide (Si$_x$Ge$_{1-x}$O$_y$) infrared material for uncooled infrared detection
[7298-20]
Q. Cheng, M. Almasri, Univ. of Missouri, Columbia (United States)

Wavelength-selective infrared detectors based on cross patterned resistive sheets [7298-21]
J.-Y. Jung, J. Y. Park, D. P. Neikirk, The Univ. of Texas at Austin (United States)

Active mode detection with enhanced pyroelectric sensitivity [7298-22]
R. Unglaub, J. Celinska, C. McWilliams, C. Paz de Araujo, Symetrix Corp. (United States);
A. Pawlak, S. Jones, Delphi Corp. (United States)

80 x 60 element thermoelectric infrared focal plane array for high-volume commercial use [7298-23]
D. Kryskowski, J. Renken, Ann Arbor Sensor Systems, LLC (United States)

Thin nickel oxide films for micro-bolometers [7298-142]
D. S. Kim, I. W. Kwon, Y. S. Lee, H. C. Lee, Korea Advanced Institute of Science and Technology (Korea, Republic of)

UNCOOLED FPAS AND APPLICATIONS I

17 µm microbolometer FPA technology at BAE Systems [7298-24]
R. Blackwell, D. Lacroix, T. Bach, J. Ishii, S. Hyland, T. Dumas, S. Carpenter, S. Chan, B. Sujiana,
BAE Systems (United States)

High-performance uncooled amorphous silicon TEC less XGA IRFPA with 17 µm pixel-pitch [7298-25]
C. Trouilleau, B. Fièque, S. Noblet, F. Giner, D. Pochic, A. Durand, P. Robert, S. Cortial,
M. Vilain, J. L. Tissot, ULIS (France); J. J. Yon, CEA LETI-MINATEC (France)

The architecture and performance of SCD’s 17 µm pitch VO$_x$µ-bolometer detector [7298-26]
A. Fraenkel, U. Mizrahi, L. Bikov, A. Giladi, N. Shiloah, S. Elkind, T. Czyzewski, I. Kogan,
A. Amsterdam, Semi Conductor Devices (Israel)

Advancement in 17-micron pixel pitch uncooled focal plane arrays [7298-27]
C. Li, G. Skidmore, C. Howard, E. Clarke, C. J. Han, DRS Technologies (United States)

Advances in small-pixel, large-format $\alpha$-Si bolometer arrays [7298-28]
T. Schimert, C. Hanson, J. Brady, T. Fagan, M. Taylor, W. McCardel, R. Gooch, M. Gohlke,
A. J. Syllalos, L-3 Communications Infrared Products (United States)

Uncooled technology transforming the future soldier into a center for surveillance and engagement [7298-156]
Y. Aron, N. Cohen, Elbit systems Electrooptics ELOP Ltd. (Israel)

Novel readout circuit architecture realizing TEC-less operation for SOI diode uncooled IRFPA [7298-31]
T. Ohnakado, M. Ueno, Y. Ohta, Y. Kosasayama, H. Hata, T. Sugino, T. Ohno, K. Kama,
M. Tsugai, H. Fukumoto, Mitsubishi Electric Corp. (Japan)
A 160 x 120 pixel uncooled TEC-less infrared radiation focal plane array on a standard ceramic package [7298-32]
H. Funaki, H. Honda, I. Fujiwara, H. Yagi, K. Ishii, K. Sasaki, Toshiba Corp. (Japan)

Next-generation PIR security sensors: concept testing and evaluation [7298-33]
K. C. Liddiard, Electro-optic Sensor Design (Australia)

IR OPTICS

Optical design of an hemispherical, long-wave infrared panomorph lens for total situational awareness [7298-34]
S. Thibault, Univ. Laval (Canada) and ImmerVision (Canada)

"It's only two lenses in a tube: how complicated can it be?" [7298-35]
C. Bigwood, A. Wood, Qioptiq Ltd. (United Kingdom)

Optical design study for the 1-5 µm spectral band [7298-36]
M. P. Snyder, J. N. Vizgaitis, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

Ring around the image, a pocket full of problems [7298-37]
T. A. Palmer, StingRay Optics, LLC (United States)

Demonstration of flexible nanocomposite NIR mirror [7298-38]
T. Druffel, Optical Dynamics Corp. (United States); E. Grulke, Univ. of Kentucky (United States)

Black surfaces for infrared, aerospace, and cryogenic applications [7298-39]
T. Kralik, Institute of Scientific Instruments of the ASCR (Czech Republic); D. Katsir, Acktar Ltd. (Israel)

CRYOCOOLERS FOR IR FOCAL PLANE ARRAYS

Air Liquide's pulse tube cryocooler systems for space applications [7298-40]
T. Trollier, J. Tanchon, J. C. Rey, A. Ravex, J. Buquet, Air Liquide (France)

Update on Thales flexure bearing coolers and drive electronics [7298-42]

Split Stirling linear cryogenic cooler for high-temperature infrared sensors [7298-43]

Six Sigma methods applied to cryogenic coolers assembly line [7298-44]
J.-M. Ventre, M. Germain-Lacour, J.-Y. Martin, J.-M. Cauquil, Thales Cryogénie S.A. (France); T. Benschop, Thales Cryogenics B.V. (Netherlands); R. Griot, Thales Cryogénie S.A. (France)

Micro-miniature rotary Stirling cryocooler for compact, lightweight, and low-power thermal imaging systems [7298-45]
Development trends in IR detector coolers [7298-46]  
M. Mai, I. Rühlich, Th. Wiedmann, C. Rosenhagen, AIM Infrarot-Module GmbH (Germany)

Novel concept for driving the linear compressor of a micro-miniature split Stirling cryogenic cooler [7298-47]  
V. Maron, Soreq Nuclear Research Ctr. (Israel); A. Veprik, RICOR-Cryogenic & Vacuum Systems (Israel); L. Finkelstein, Soreq Nuclear Research Ctr. (Israel); H. Vilenchik, RICOR-Cryogenic & Vacuum Systems (Israel); I. Ziv, Soreq Nuclear Research Ctr. (Israel); N. Pundak, RICOR-Cryogenic & Vacuum Systems (Israel)

20,000-hour reliability tests for the CLSS one watt linear cryocooler [7298-147]  
M. Squires, R. D. Nelson, Carleton Life Support Systems, Inc. (United States)

INFRARED IN FUTURE SOLDIER SYSTEMS I

Digital image fusion systems: color imaging and low-light targets [7298-48]  
J. P. Estrera, L-3 Communications Electro-Optical Systems (United States)

Low-light-level CMOS image sensor for digitally fused night vision systems [7298-49]  
B. Fowler, C. Liu, S. Mims, J. Balicki, W. Li, H. Do, P. Yu, Fairchild Imaging (United States)

INFRARED IN FUTURE SOLDIER SYSTEMS II

FELIN: tailored optronics and systems solutions for dismounted combat [7298-50]  
A. M. Milcent, Sagem (France)

Handheld multifunctional thermal imager and surveillance instrument from Jena-Optronik as part of the German "IDZ-Infanterist der Zukunft" project [7298-51]  
M. Zinner, U. Krause, J. Heinrich, Jena-Optronik GmbH (Germany)

Small arms video sight for the "German Army Soldier-of-the-Future Program": lessons learned [7298-52]  
B. H. Ledertheil, C. Berlips, Carl Zeiss Optronics GmbH, Wetzlar (Germany); M. Ohlmann, Carl Zeiss Optronics GmbH (Germany)

Human factors considerations of IR sensors for the Canadian Integrated Soldier System Project (ISSP) [7298-53]  
J. Frim, L. Bossi, Defence Research and Development Canada (Canada); D. Tack, Humanysystems Inc. (Canada)

An update on TED gunshot detection system development status [7298-54]  
G. A. Tidhar, O. Aphek, M. Gurovich, Optigo Systems, Ltd. (Israel)

TARGET WARNING SYSTEMS

A wide field of view force protection system for ground vehicles [7298-55]  
S. Way, C. Archer, N. Jolivet, B. Cannon, J. Hansen, FLIR Systems, Inc. (United States); J. Holt, S. Olsen, J. Sarao, Sightline Applications Inc. (United States)
The application of microbolometers in 360-degree ground vehicle situational awareness  
D. K. Breakfield, D. Plemons, BAE Systems (United States)

SAPIR collision alert system as part of IR MWS suite for helicopter fleets  
S. Nadav, L. Varsano, S. Oz, Elitra Electronic Systems Ltd. (Israel); R. Schlisselberg, Ministry of Defense (Israel)

Performance of SIMAC algorithm suite for tactical missile warning  
J. B. Montgomery, C. T. Montgomery, M & M Aviation (United States); R. B. Sanderson, J. F. McCalmont, Air Force Research Lab. (United States)

TYPE II SUPERLATTICE FPAS

Recent success on SLS FPAs and MDA's new direction on the development (Invited Paper)  
M. Z. Tidrow, U.S. Army Night Vision & Electronic Sensors Directorate (United States); L. Zheng, Institute for Defense Analysis (United States); H. Barcikowski, J. Wells, L. Alitcheson, Missile Defense Agency (United States)

Long wavelength InAs/GaSb superlattice detectors based on nBn and pin design  
A. Khoshakhlagh, H. S. Kim, S. Myers, N. Gautam, CHTM, The Univ. of New Mexico (United States); S. J. Lee, Korea Research Institute of Standards and Science (Korea, Republic of); E. Plis, CHTM, The Univ. of New Mexico (United States); S. K. Noh, Korea Research Institute of Standards and Science (Korea, Republic of); L. R. Dawson, S. Krishna, CHTM, The Univ. of New Mexico (United States)

Background limited performance of long-wavelength infrared focal plane arrays fabricated from Type-II InAs/GaSb M-structure superlattice  
P.-Y. Delaunay, B.-M. Nguyen, M. Razeghi, Northwestern Univ. (United States)

InAs/GaSb superlattice focal plane array infrared detectors: manufacturing aspects  
F. Rutz, R. Rehm, J. Schmitz, J. Fleissner, M. Walther, Fraunhofer-Institut für Angewandte Festkörperphysik (Germany); R. Scheibner, J. Ziegler, AIM Infrarot-Module GmbH (Germany)

Fabrication of InAs/GaSb type-II superlattice LWIR planar photodiodes  
R. Rajavel, B. Nosho, S. Terterian, S. Bui, Y. Royter, T. de Lyon, HRL Labs., LLC (United States)

High performance Antimony-based Type-II superlattice photodiodes on GaAs substrate (Invited Paper)  
B.-M. Nguyen, D. Hoffman, E. K. Huang, P.-Y. Delaunay, M. Razeghi, Northwestern Univ. (United States)

Minority carrier lifetime characteristics in type II InAs/GaSb LWIR superlattice \( \pi \nu \pi \nu \) photodiodes  
J. Pellegrino, R. DeWames, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
### MCT ADVANCED RESEARCH I

#### 7298 1V
**Uniting IR detectors for tactical and space applications: a continuous cycle for reliability** [7298-69]
X. Breniere, P. Trbolet, SOFRADIR (France)

#### 7298 1W
**IR-detection modules from SWIR to VLWIR: performance and applications** [7298-70]
R. Breiter, J. Wendler, H. Lutz, S. Rutzinger, R. Hofmann, J. Ziegler, ALM Infrarot-Module GmbH (Germany)

#### 7298 1X
**Visible to SWIR response of HgCdTe HDVIP detectors** [7298-71]
A. I. D’Souza, E. W. Robinson, M. G. Stapelbroek, W. Wong, DRS Sensors & Targeting Systems, Inc. (United States); M. Skokan, H.-D. Shih, DRS Infrared Technologies (United States)

### MCT ADVANCED RESEARCH II

#### 7298 1Y
**Large-format HgCdTe focal plane arrays for dual-band long-wavelength infrared detection** [7298-72]

#### 7298 20
**LW Hawk: a 16 µm pitch full-TV LW IRFPA made from HgCdTe grown by MOVPE** [7298-74]

#### 7298 21
**Status of very long infrared-wave focal plane array development at DEFIR** [7298-75]
O. Gravrand, CEA LETI-MINATEC (France); Ph. Chorier, SOFRADIR (France)

#### 7298 22
**VLW IRFPAs made from HgCdTe grown by MOVPE** [7298-76]

### Part Two

### MCT ADVANCED RESEARCH III

#### 7298 23
**Status of p-on-n HgCdTe technologies at DEFIR** [7298-77]
N. Baier, L. Mollard, J. Rothman, G. Destéfanis, P. Ballet, G. Bourgeois, J. P. Zanatta, M. Tchagaspianian, CEA LETI-MINATEC (France); S. Courtas, P. Fougères, C. Pautet, P. Pidancier, L. Rubaldo, SOFRADIR (France)

#### 7298 24
**Extension of spectral range of Peltier cooled photodetectors to 16 µm** [7298-159]
A. Piotrowski, J. Piotrowski, W. Gawron, J. Pawluczyk, M. Pedzsinska, VIGO System S.A. (Poland)

#### 7298 25
**Morphology issues of HgCdTe samples grown by MOCVD** [7298-154]
P. Madejczyk, Military Univ.of Technology (Poland); A. Piotrowski, VIGO Systems S.A. (Poland); W. Gawron, Military Univ.of Technology (Poland); K. Kłos, VIGO Systems S.A. (Poland); A. Rogalski, J. Rutkowski, Military Univ.of Technology (Poland)
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>26</td>
<td>Space qualification of a 512x3 pixel uncooled microbolometer FPA</td>
<td>T. Pope, F. Dupont, S. Garcia Blanco, F. Williamson, C. Chevalier, L. Marchese,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>F. Chateauneuf, H. Jerominek, INO (Canada); N.-P. Linh, Canadian Space Agency (Canada); R. Bouchard, ABB Bomem (Canada)</td>
</tr>
<tr>
<td>27</td>
<td>Modular infrared 640 x 480 pixel camera core for rapid device integration</td>
<td>L. Le Noc, B. Tremblay, F. Lagacé, L. Mercier, F. Duchesne, A. Bergeron, H. Jerominek, INO (Canada)</td>
</tr>
<tr>
<td>28</td>
<td>Hybrid thin-film ferroelectric detector with pixel level ADC</td>
<td>J. R. Acquaviva, A. Ahmed, W. Jan, C. H. Wu, J. Ziff, H. Beratan, Bridge Semiconductor Corp. (United States)</td>
</tr>
<tr>
<td>29</td>
<td>Fast uncooled low density FPA of VPD PbSe</td>
<td>G. Vergara, R. Gutiérrez, L. J. Gómez, Villamayor, M. Álvarez, M. C. Torquemada,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>M. T. Rodrigo, M. Verdu, F. J. Sánchez, R. M. Almazán, Plaza del Olmo, P. Rodríguez,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>I. Catalán, D. Fernández, A. Heras, Instituto Tecnológico de la Marañosa - CIDA (Spain);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>F. Serra-Graells, J. M. Margarit, L. Terés, Ctr. Nacional de Microelectrónica, CSIC (Spain);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>G. de Arcas, M. Ruiz, J. M. López, Univ. Politécnica de Madrid (Spain)</td>
</tr>
<tr>
<td>2A</td>
<td>Vacuum packaging technology for mass production of uncooled IRFPAs</td>
<td>T. Ito, T. Tokuda, M. Kimata, Ritsumeikan Univ. (Japan); H. Abe, Ayumi Industry Co., Ltd. (Japan);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>N. Tokashiki, Miyoshi Electronics Corp. (Japan)</td>
</tr>
<tr>
<td>2B</td>
<td>Uncooled amorphous silicon TEC-less 1/4 VGA IRFPA with 25µm pixel-pitch for high volume applications</td>
<td>A. Durand, C. Minassian, J. L. Tissot, M. Vilain, P. Robert, A. Touvignon, J. M. Chiappa,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>C. Pistre, ULIS (France)</td>
</tr>
<tr>
<td>2C</td>
<td>A design of an uncooled thermal imaging system to block image blurring using an optimum detector warm shield</td>
<td>J. Jeong, B. Youn, S. Shin, S. Park, Y. Kim, J. Lee, Samsung Thales Co., Ltd. (Korea, Republic of);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>K. Kim, Agency for Defense Development (Korea, Republic of)</td>
</tr>
<tr>
<td>2D</td>
<td>A new chip layout for pyroelectric single-element detectors with high D* and very low microphonics</td>
<td>V. Norkus, Technische Univ. Dresden (Germany) and DIAS Infrared GmbH (Germany);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>G. Gerlach, Technische Univ. Dresden (Germany); R. Köhler, DIAS Infrared GmbH (Germany)</td>
</tr>
<tr>
<td>2E</td>
<td>Implementation of real-time nonuniformity correction with multiple NUC tables using FPGA in an uncooled imaging system</td>
<td>G.-J. Oh, L.-J. Kim, S.-H. Sheen, G.-P. Koo, S.-H. Jin, B.-Y. Yeo, LIG Nex1 Co., Ltd. (Korea, Republic of);</td>
</tr>
<tr>
<td></td>
<td></td>
<td>J.-H. Lee, Agency for Defense Development (Korea, Republic of)</td>
</tr>
<tr>
<td>2F</td>
<td>A low-noise readout circuit in 0.35-µm CMOS for low-cost uncooled FPA infrared network camera</td>
<td>B. Mesgarzadeh, M. R. Sadeghifar, P. Fredriksson, Linköping Univ. (Sweden); C. Jansson,</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Linköping Univ. (Sweden) and FAUN AB (Sweden); F. Niklaus, FAUN AB (Sweden); A. Alvandpour, Linköping Univ. (Sweden)</td>
</tr>
</tbody>
</table>
A bias heating cancellation method for resistive uncooled microbolometer detectors
[7298-152]
A. Oguz, M. Tepegoz, T. Akin, Middle East Technical Univ. (Turkey)

A column-based two-stage analog-to-digital converter for uncooled microbolometer arrays
[7298-153]
A. Toprak, M. Tepegoz, T. Akin, Middle East Technical Univ. (Turkey)

IR OPTICS: FILTERS

MEMS-based tunable filters for compact IR spectral imaging [7298-85]
W. Gunning, S. Lauxtermann, H. Durmas, M. Xu, P. Stupar, R. Borwick, D. Cooper, P. Kobrin, M. Kangas, J. DeNatale, W. Tennant, Teledyne Scientific and Imaging, LLC (United States)

Filters for dual band infrared imagers [7298-87]
T. D. Rahmlow, Jr., J. E. Lazo-Wasem, Rugate Technologies, Inc. (United States); S. Wilkinson, Corning Specialty Materials (United States); F. Tinker, Flemming Tinker, LLC (United States)

High-performance MWIR dual bandpass filter for thermal imaging [7298-88]
K. D. Hendrix, A. Bergeron, D. L. Favot, JDSU (United States)

A multi-spectral optical system (1.55µm and 8 - 12µm) of GASIR® design and coating aspects [7298-155]
D. Zadravec, Vectronix AG (Switzerland); J. W. Franks, K. A. Rogers, A. F. Hendry, Umicore Coating Services (United Kingdom); P. Drach, Vectronix AG (Switzerland)

MCT 50TH ANNIVERSARY I

Recollections of MCT work in the UK at Malvern and Southampton (Invited Paper) [7298-89]
T. Elliott, Qinetiq Malvern, Retired (United Kingdom)

Fifty years of successful MCT research and production in France (Invited Paper) [7298-90]
P. Bensussan, P. Tribollet, SOFRADIR (France); G. Destéfanis, CEA LETI-MINATEC (France); M. Sirieix, Sagem Defense Securite (France)

HgCdTe technology in Germany: the past, the present, and the future (Invited Paper) [7298-91]
W. Cabanski, J. Ziegler, AIM Infrarot-Module GmbH (Germany)

Russian development of HgCdTe technology: 50 years (Invited Paper) [7298-92]
K. O. Boltar, I. D. Burlakov, V. P. Ponomarenko, A. M. Filachov, Orion Research and Production Association (Russian Federation)

HgTe-based photodetectors in Poland (Invited Paper) [7298-93]
A. Rogalski, Military Univ. of Technology (Poland)
MCT 50TH ANNIVERSARY II

7298 2R Development of a 0.1eV bandgap semiconductor at the Honeywell Research Center (1959 - 1985) (Invited Paper) [7298-94]
J. Schmit, P. Kruse, E. Stelzer. Honeywell Research Ctr., Retired (United States)

7298 2S History of HgCdTe infrared detectors at BAE Systems (Invited Paper) [7298-95]
M. B. Reine, BAE Systems (United States)

7298 2T Fifty years of HgCdTe at Texas Instruments and beyond (Invited Paper) [7298-96]
M. A. Kinch, DRS Technologies, Inc. (United States)

7298 2U Historical perspectives on HgCdTe material and device development at Raytheon Vision Systems (Invited Paper) [7298-97]
P. R. Bratt, Raytheon Vision Systems, Retired (United States); S. M. Johnson, D. R. Rhiger, T. Tung, M. H. Kalisher, Raytheon Vision Systems, Retired (United States W. A. Radford, G. Garwood, Raytheon Vision Systems, Retired (United States); C. A. Cockrum, Raytheon Vision Systems (United States)

7298 2V HgCdTe at Teledyne (Invited Paper) [7298-98]
W. E. Tennant, J. M. Arias, Teledyne Imaging Sensors (United States); J. Bajaj, Teledyne Judson Technologies (United States)

MCT 50TH ANNIVERSARY III

7298 2W Thirty years of HgCdTe technology in Israel (Invited Paper) [7298-99]
E. Weiss, SCD - Semi Conductor Devices (Israel)

7298 2X Development history of HgCdTe infrared detectors in Japan (Invited Paper) [7298-100]
H. Nishino, Fujitsu Labs. Ltd. (Japan); N. Oda, NEC Corp. (Japan)

7298 2Y HgCdTe technologies in South Korea (Invited Paper) [7298-101]
S. Bae, H. Jung, i3system Inc. (Korea, Republic of); S. H. Kim, N. H. Kim, Agency for Defense Development (Korea, Republic of); S.-M. Park, Hoseo Univ. (Korea, Republic of); H. C. Lee, Korea Advanced Institute of Science and Technology (Korea, Republic of)

7298 2Z The development of HgCdTe infrared detector technology in China (Invited Paper) [7298-102]
W. Lu, L. He, X. S. Chen, L. Ding, S. L. Sun, Shanghai Institute of Technical Physics (China); J. Tang, J. H. Su, Kunming Institute of Physics (China)

7298 30 HgCdTe technology in Australia (Invited Paper) [7298-103]
J. Antosziewski, J. M. Dell, L. Faraone, The Univ. of Western Australia (Australia)

7298 31 Mercury cadmium telluride infrared detector development in India: status and issues (Invited Paper) [7298-104]
R. N. Singh, IRDE, Retired (India) and Lucknow Univ., Retired (India)
Three-dimensional range-gated imaging at infrared wavelengths with super-resolution depth mapping [7298-105]
M. Laurenzis, F. Christnacher, N. Metzger, E. Bacher, French-German Research Institute of Saint-Louis (France); I. Zielenski, Wehrtechnische Dienststelle für Waffen und Munition (Germany)

New high-gain detectors for active imaging [7298-106]
F. Pistone, P. Tribolet, X. Lefoul, M. Zecri, S. Courtas, P. Jenouvrier, SOFRADIR (France); J. Rothman, CEA LETI-MINATEC (France)

HgCdTe APD-focal plane array performance at DEFIR [7298-107]
J. Rothman, E. de Borniol, P. Ballet, L. Mallard, S. Gout, M. Fournier, J.-P. Chamonal, G. Destéfanis, CEA LETI-DOPT (France); F. Pistone, S. Courtas, X. Lefoule, P. Tribolet, SOFRADIR (France)

Theoretical analysis and comparison of SWIR active imaging detectors [7298-108]
S. Demiguel, SAGEM, SAFRAN group (France)

InAlAs avalanche photodiode with type-II absorber for detection beyond 2 µm [7298-109]
Y. L. Goh, D. S. G. Ong, S. Zhang, J. S. Ng, C. H. Tan, J. P. R. David, The Univ. of Sheffield (United Kingdom)

Performance and modeling of the MWIR HgCdTe electron avalanche photodiode [7298-110]

A new CMOS SiGeC avalanche photo-diode pixel for IR sensing [7298-111]
C. Augusto, L. Forester, P. C. Diniz, Quantum Semiconductor LLC (United States)

The development of extremely low-noise InAs electron APDs for SWIR active or passive imaging [7298-112]
A. R. J. Marshall, C. H. Tan, J. P. R. David, The Univ. of Sheffield (United Kingdom)

An uncooled 1280 x 1024 InGaAs focal plane array for small platform, shortwave infrared imaging [7298-114]

Development of low dark current SiGe-detector arrays for visible-NIR imaging sensor [7298-115]
A. K. Sood, R. A. Richwine, Y. R. Puri, Magnolia Optical Technologies, Inc. (United States); N. DiLello, J. L. Hoyt, T. I. Akinwande, Microsystems Technology Laboratories, MIT (United States); S. Horn, Defense Advanced Research Projects Agency (United States); R. S. Balcerak, Ray M. Balcerak, LLC (United States); G. Bulman, R. Venkatasubramanian, RTI International (United States); A. I. D’Souza, DRS Sensors & Targeting Systems, Inc. (United States); T. G. Bramhall, DARPA Programs Office, U.S. Army (United States)
Large format short-wave infrared (SWIR) focal plane array (FPA) with extremely low noise and high dynamic range [7298-116]
D. Acton, M. Jack, T. Sessler, Raytheon Vision Systems (United States)

Low dark current InGaAs detector arrays for night vision and astronomy [7298-117]
M. MacDougal, J. Geske, C. Wang, S. Liao, Aerius Photonics, LLC (United States); J. Getty, Raytheon Vision Systems (United States); A. Holmes, Santa Barbara Instrument Group (United States)

SELECTED TECHNOLOGY PRESENTATIONS

Ultra-low power ADC on chip for high-performance IR detector [7298-121]
G. Decaens, M. Zecri, P. Maillart, F. Advent, L. Baud, S. Parola, D. Billon-Lanfrey, F. Pistone, SOFRADIR (France); S. Martin, CEA LETI-MINATEC (France)

Field reliability of Ricor microcoolers [7298-122]

Low cost molded optics for IR imaging [7298-123]
J. Zhao, V. DiFilippo, M. Li, Agiltron, Inc. (United States)

High resolution 1280×1024, 15 µm pitch compact InSb IR detector with on-chip ADC [7298-124]

Infrared frequency selective surfaces for sensor applications [7298-125]
D. W. Peters, G. R. Hadley, A. A. Cruz-Cabrera, L. I. Basilio, J. R. Wendt, S. A. Kemme, Sandia National Labs. (United States); T. R. Carter, S. Samora, Sandia Staffing Alliance (United States)

Localized signal-to-noise ratio of man and vehicle size targets [7298-126]
J. P. Estrera, L-3 Electro-Optical Systems (United States)

Low-noise, fast frame-rate InGaAs 320 x 256 FPA for hyperspectral applications [7298-127]
J. Vermeiren, U. Van Bogget, XenICs NV (Belgium); G. Van Horebeek, XenICs NV (Belgium) and CMOSIS (Belgium); J. Bentell, P. Verbeke, T. Colin, XenICs NV (Belgium)

GaSb substrates with extended IR wavelength for advanced space-based applications [7298-136]
L. P. Allen, P. Flint, G. Dallas, D. Bakken, K. Blanchat, Galaxy Compound Semiconductors, Inc. (United States); G. J. Brown, Air Force Research Lab. (United States); S. R. Vangala, W. D. Goodhue, Univ. of Massachusetts Lowell (United States); K. Krishnaswami, Pacific Northwest National Lab. (United States)

SELECTED APPLICATION PRESENTATIONS

Extracting wildfire characteristics using hyperspectral, LiDAR, and thermal IR remote sensing systems [7298-129]
C. E. Koulas, Univ. of Victoria (Canada)
| 7298 3R | **Stationary early warning system for bird strike prevention in aviation** [7298-148]  
H. Vogel, M. Muenzberg, H. Schlemmer, H. Haan, Carl Zeiss Optronics GmbH (Germany); P. Baader, K. Herden, Baader Konzept GmbH (Germany); B. Fardi, J. Schloßhauer, FusionSystems GmbH (Germany) |
| 7298 3S | **Novel, real-time standoff detection of explosives and other substances concealed under clothing, integrated into standard TV images via data fusion** [7298-157]  
G. G. Diamond, R. B. Gohel, G-Tronix Ltd. (United Kingdom) |
| 7298 3T | **Design and analysis of dual-camera dual-band infrared imaging system** [7298-131]  
| 7298 3V | **Infrared-based object tracking** [7298-133]  
J. Gervais, A. Youngblood, W. H. Delashmit, Univ. of North Texas (United States) |
| 7298 3W | **TATP and TNT detection by mid-infrared transmission spectroscopy** [7298-137]  
J. Herbst, J. Hildenbrand, J. Wöllenstein, A. Lambrecht, Fraunhofer-Institut für Physikalische Messtechnik (Germany) |
| 7298 3X | **Liquid explosive detection from outside of the bottle by IR** [7298-145]  
H. Itozaki, Y. Yamauchi, Osaka Univ. (Japan) |
| 7298 3Y | **Picowatt infrared power measurement using an absolute cryogenic radiometer** [7298-150]  
S. M. Carr, S. I. Woods, T. M. Jung, A. C. Carter, R. U. Datla, National Institute of Standards and Technology (United States) |

*Author Index*
Conference Committee

Symposium Chairs

Ray O. Johnson, Lockheed Martin Corp. (United States)
Michael T. Eismann, Air Force Research Laboratory (United States)

Conference Chairs

Bjørn F. Andresen, Elbit Systems Electro-Optics ElOp Ltd. (Israel)
Gabor F. Fulop, Maxtech International, Inc. (United States)
Paul R. Norton, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

Program Committee

Christopher C. Alexay, StingRay Optics, LLC (United States)
Stefan T. Baur, Raytheon Vision Systems (United States)
Philippe François Bois, Thales Research & Technology (France)
Wolfgang A. Cabanski, AIM Infrarot-Module GmbH (Germany)
John T. Caulfield, Cyan Systems (United States)
Peter N. Dennis, QinetiQ Ltd. (United Kingdom)
John W. Devitt, L-3 Communications Cincinnati Electronics, Inc. (United States)
Michael T. Eismann, Air Force Research Laboratory (United States)
Martin H. Ettenberg, Sensors Unlimited, Inc., part of Goodrich Corporation (United States)
Sarath D. Gunapala, Jet Propulsion Laboratory (United States)
Charles M. Hanson, L-3 Communications Infrared Products (United States)
Stuart B. Horn, Defense Advanced Research Projects Agency (United States)
Masafumi Kimata, Ritsumeikan University (Japan)
Hee Chul Lee, Korea Advanced Institute of Science and Technology (South Korea)
Paul D. LeVan, Air Force Research Laboratory (United States)
Wei Lu, Shanghai Institute of Technical Physics (China)
Whitney Mason, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
Mark A. Massie, Nova Sensors (United States)
Paul L. McCarley, Air Force Research Laboratory (United States)
R. Kennedy McEwen, SELEX Sensory and Airborne Systems, Ltd. (United Kingdom)
John Lester Miller, FLIR Systems, Inc. (United States)
A. Fenner Milton, United States Army Night Vision & Electronic Sensors Directorate (United States)
Ofer Nesher, SCD - Semi Conductor Devices (Israel)
Peter W. Norton, BAE Systems, Inc. (United States)
Joseph G. Pellegrino, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
Herbert K. Pollehn, Army Research Laboratory (United States)
Manijeh Razeghi, Northwestern University (United States)
Ingmar G. Renhorn, Swedish Defence Research Agency (Sweden)
Antoni Rogalski, Wojskowa Akademia Techniczna (Poland)
Ingo Rühlch, AIM Infrarot-Module GmbH (Germany)
Myron J. Scholten, DRS Sensors and Targeting Systems, Inc. (United States)
Venkataraman S. Swaminathan, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
Simon Thibault, ImmerVision (Canada)
Meimei Z. Tidrow, Missile Defense Agency (United States)
Jean-Luc Tissot, UULS (France)
Philippe M. Tribolet, Sofradir (France)
Jay Vizgaitis, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
Kadri Vural, Teledyne Imaging Sensors (United States)

Session Chairs

Infrared at Jet Propulsion Laboratory
Sarath D. Gunapala, Jet Propulsion Laboratory (United States)

CQWIP, QDWELL, and QWIP FPAs
Philippe François Bois, Alcatel-Thales III-V Laboratory (France)
John W. Devitt, L-3 Communications Cincinnati Electronics (United States)

QWIP and QDIP with Antimonides
Philippe F. Bois, Alcatel-Thales III-V Laboratory (France)
John W. Devitt, L-3 Communications Cincinnati Electronics (United States)

Novel Uncooled Technologies
Whitney Mason, U.S. Army Night Vision & Electronic Sensors Directorate (United States)
Joseph G. Pellegrino, U.S. Army Night Vision and Electronic Sensors Directorate (United States)
Uncooled FPAs and Applications I
Stefan T. Baur, Raytheon Vision Systems (United States)
Jean-Luc Tissot, ULIS (France)

IR Optics
Christopher C. Alexay, StingRay Optics, LLC (United States)
Jay N. Vizgaitis, U.S. Army Night Vision and Electronic Sensors Directorate (United States)

Cryocoolers for IR Focal Plane Arrays
Ingo Rühlich, AIM Infrarot-Module GmbH (Germany)
Alexander M. Veprik, RICOR-Cryogenic & Vacuum Systems (Israel)

Infrared in Future Soldier Systems I
Gabor F. Fulop, Maxtech International, Inc. (United States)

Infrared in Future Soldier Systems II
Gabor F. Fulop, Maxtech International, Inc. (United States)

Target Warning Systems
Michael T. Eismann, Air Force Research Laboratory (United States)
Ingmar G. Renhorn, Swedish Defence Research Agency (Sweden)
Gil A. Tidhar, Optigo Systems, Ltd. (Israel)

Type II Superlattice FPAs
Manijeh Razeghi, Northwestern University (United States)
Meimei Z. Tidrow, U.S. Army Night Vision and Electronic Sensors Directorate (United States)

MCT Advanced Research I
Wei Lu, Shanghai Institute of Technical Physics (China)
Joseph G. Pellegrino, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

MCT Advanced Research II
Hee Chul Lee, Korea Advanced Institute of Science and Technology (Korea, Republic of)
Paul D. LeVan, Air Force Research Laboratory (United States)
Joseph G. Pellegrino, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

MCT Advanced Research III
Antoni Rogalski, Wojskowa Akademia Techniczna (Poland)
Gérard L. Destéfanis, CEA-LETI (France)
Uncooled FPAs and Applications II

Masafumi Kimata, Ritsumeikan University (Japan)

Charles M. Hanson, L-3 Communications Infrared Products (United States)

IR Optics: Filters

Jay N. Vizgaitis, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

Christopher C. Alexay, StingRay Optics, LLC (United States)

MCT 50th Anniversary I

Wolfgang A. Cabanski, AIM Infrarot-Module GmbH (Germany)

R. Kennedy McEwen, SELEX GALILEO (United Kingdom)

Philippe M. Tribot, SOFRADIR (France)

Paul R. Norton, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

MCT 50th Anniversary II

Stefan T. Baur, Raytheon Vision Systems (United States)

Myron J. Scholten, DRS Sensors & Targeting Systems, Inc. (United States)

Kadri Vural, Teledyne Imaging Sensors (United States)

Paul R. Norton, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

MCT 50th Anniversary III

Peter N. Dennis, QinetiQ Ltd. (United Kingdom)

Stuart B. Horn, Defense Advanced Research Projects Agency (United States)

Paul R. Norton, U.S. Army Night Vision & Electronic Sensors Directorate (United States)

Short Wave IR and Applications

Martin H. Ettenberg, Goodrich SUI, Inc. (United States)

Selected Technology Presentations

John L. Miller, FLIR Systems, Inc. (United States)

Simon Thibault, ImmerVision (Canada)

Bjørn F. Andresen, Elbit Systems Electro-Optics ElOp Ltd. (Israel)

Selected Application Presentations

Simon Thibault, ImmerVision (Canada)

John L. Miller, FLIR Systems, Inc. (United States)

Bjørn F. Andresen, Elbit Systems Electro-Optics ElOp Ltd. (Israel)
The Thirty-Fifth conference on Infrared Technology and Applications was held the week of April 13-17, 2009 at the Orlando World Center Marriott Resort and Convention Center in Orlando, Florida. The agenda was divided into 22 sessions:

1. Infrared at Jet Propulsion Laboratory
2. CQWIP, QDWEW, and QWIP FPAs
3. QWIP and QDIP with Antimonides
4. Novel Uncooled Technologies
5. Uncooled FPAs and Applications I
6. IR Optics
7. Cryocoolers for IR Focal Plane Arrays
8. Infrared in Future Soldier Systems I
9. Infrared in Future Soldier Systems II
10. Target Warning Systems
11. Type II Superlattice FPAs
12. MCT Advanced Research I
13. MCT Advanced Research II
14. MCT Advanced Research III
15. Uncooled FPAs and Applications II
16. IR Optics: Filters
17. MCT 50th Anniversary I
18. MCT 50th Anniversary II
19. MCT 50th Anniversary III
20. Short Wave IR and Applications
21. Selected Technology Presentations
22. Selected Application Presentations

In addition, there were fifteen poster papers presented for discussion on Thursday evening. Highlights of each session are noted below. Papers cited are referenced as “xx” where the numbers refer to the paper number in the Proceedings, for example 7298-xx.

1. **Infrared at Jet Propulsion Laboratory**

This session describes the missions and technologies at the Jet Propulsion Laboratory that relate to the infrared spectrum.

The session was kicked-off with paper -01 (presentation only) giving an overview of JPL’s work on infrared space exploration sensors and instruments.

The second paper in the JPL session, -158, describes the development of an LWIR f/1.6 Dyson spectrometer being developed for use in airborne science applications using a QWIP detector array.

![Fig. 1 A compact Dyson spectrometer from JPL paper -03.](image1)

Compact concentric spectrometers spanning the visible to infrared region (~14 µm) with apertures as low as f/1.4 are discussed in paper -03 from JPL.

Paper -04 presents the results of work on the 6.1 Å lattice antimonide detector materials—InAs, GaSb, and AlSb—by JPL and Raytheon. Imaging of an MWIR Type II material from this effort is shown in a 1024² format—see Fig. 2. MWIR bulk antimonides are being made with nBn InAsSb-AlAsSb-GaSb device structures in 640x512 formats with 19 µm pixels. Type II GaInSb-InAs superlattices are used for both MWIR and LWIR spectral regions.

![Fig. 2 MWIR InGaSb-InAs Type II MWIR superlattice FPA image in a 1024² format having 19 µm pixels from the JPL/Raytheon paper -04.](image2)
Novel quantum well intra-subband, sub-monolayer quantum dot, and superlattice devices is the subject of JPL’s paper -05. Some consideration is given to the far infrared region, sub-monolayer dots, and the effects of unipolar detector barriers in superlattice structures.

The concluding paper -06 from the JPL session describes large format (640 × 480 and megapixel) multi-color QWIP detectors.

2. CQWIP, QDWEll, and QWIP FPAs

Papers in this session describe variations in the design of quantum well (QWIP) and quantum dot devices (QDOT).

Corrugated quantum well (CQWIP) detector technology and status is reported in paper -07 from the Army Research Laboratory, L-3 Cincinnati Electronics, and Intelligent Epitaxy. Four designs are compared, with collection efficiency in the range from 2.2 to 3.9 %. Imaging with a megapixel array is illustrated with 20 mK NEAT and 2 msec integration time as shown in Fig. 3.

The University of New Mexico, Caltech, and Tufts University report on multíspectral, polarization-sensitive detection using plasmon-assisted cavities and quantum dots-in-a-well detectors (DWELL) in paper -08.

Paper -09 from the University of Massachusetts Lowell concerns smart focal plane arrays combining voltage-tunable quantum dot detectors and flexible electronics printed using a solution of carbon nanotubes.

Field trials of a 640 × 512 dithered QWIP polarization-sensitive camera with 20 µm pixels are described in paper -10 from Thales. Polarization is accomplished with the usual quadrant subarray of grating orientations.

3. QWIP and QDIP with Antimonides

This session continues the quantum well and quantum dot detector topic, adding antimonide materials to the mix.

Use of the “Transfer Matrix Method” to design QWIP detectors is described in paper -11 from the Instituto Tecnologico de Aeronautica and the Naval Postgraduate School. The method gives good agreement with measurements.

Paper -12 from the University of Massachusetts Lowell concerns very long wavelength quantum dot detectors with a 15.3 µm cutoff. High gain >1000 is reported.

The Japan Ministry of Defense and Fujitsu in paper -13 report on a 40 µm pixel 256 x 256 LWIR (10.3 µm) quantum dot detector using a direct injection readout. An NEAT of 87 mK was reported at 80 K with f/2.5 optics and 8 msec integration time. The integrated detector dewar assembly with the QDIP array is shown in Fig. 4.

Development of smaller-pixel QWIP detectors is presented in paper -14 from IRnova/Acreo and colleagues at KTH. They note that QWIP quantum efficiency suffers as pixel size is reduced due to reduced grating efficiency. Future development work will explore QDOTs and SLS devices.

Alcatel-Thales III-V Lab describe QWIP array performance spanning the MWIR to VLWIR spectrum in pa-
per -15. MWIR performance is summarized and also the LWIR production experience for Catherine cameras. Dual-band MWIR/LWIR development progress is underway—array details are shown in Fig. 5.

Paper -16 from SCD presents their progress in the development of antimonide detectors. These include epitaxially-grown InSb, MWIR Type II SLS detectors, and nBn devices. Generation-recombination (GR) currents are modeled for 4.6 µm cutoff Type II samples. An nBn structure with a 4.0 µm cutoff is reported using InGaSb with an AlGaSb barrier in the conduction band to suppress GR currents.

4. Novel Uncooled Technologies

A variety of novel uncooled technologies were presented, some for the first time. Two papers describe uncooled microcantilever arrays that are read out optically.

Researchers from Koç University in Turkey in paper -17 describe a proposed microcantilever array fabricated from polyethylene and using an integrated diffraction grating for the optical readout. Current NEΔT is 1 K without optimization but calculations indicate that 10 mK may be possible, theoretically.

In paper -18 Agiltron describes its “Gen III” sensor which it claims has an NEΔT of 92 mK @ f/1, but for which no operability could be provided.

Sirica describes progress on its uncooled photon detector that makes use of up-conversion from LWIR to NIR in paper -19. The company relies on the absorption of infrared radiation by free carriers in crystalline silicon clusters of mesoscopic size, followed by the emission of NIR. The company hopes to have a prototype by the end of the year.

Researchers from the University of Missouri describe in paper -20 the characterization of SiGeO films that may hold out higher temperature coefficient of resistance (TCR) for microbolometers although the experiments showed that these films are beset with highly erratic behavior as a function of temperature.

The use of cross-patterned resistive sheets as wavelength selective elements for detectors is described in paper 21 by the University of Texas at Austin.

In paper -22 Delphi and Symetrix propose an active mode ferroelectric array based on strontium bismuth tantalate. The active mode operation eliminates the need for a chopper and has the potential for a higher effective pyroelectric coefficient. Tests on a single element device are presented.

Ann Arbor Sensor Systems in paper -23 outlines the design of their new ultra-low-cost 80 × 60 thermopile array. The device details are shown in Fig. 6. The projected NEΔT of this array is 100 mK @ 30 Hz, and f/0.8.

Korea Advanced Institute of Science and Technology, KAIST, considers in paper -142 the feasibility of using thin nickel oxide film as a microbolometer material. The developed material is CMOS-compatible, showed a TCR value of -3.28 % and a noise characteristic comparable to that of amorphous silicon. Fig 7 shows the temperature dependence of resistance. The authors therefore consider thin nickel oxide film as being suitable for use as a micro-bolometric material.
5. Uncooled FPAs and Applications I

The development of 17 µm pixel technology is described in papers -24 and -27 by VO$_x$ microbolometer manufacturers BAE Systems and DRS with the achievement of NE∆T < 50 mK in 640 × 480 arrays and development of 1024 × 768 array in progress. FPA pixel-size implications are illustrated in Fig. 8.

Ulis describes its 1024 × 768 a-Si microbolometers with 17 µm pixels that has attained an NE∆T of 47 mK (with a dynamic range of 170 °C) and is very stable from 0 to 60 °C without a TEC cooler—see paper -25.

In paper -26 SCD outlines the development of its 640 × 480 17 µm VO$_x$ microbolometer which it projects will achieve an NE∆T of 50 mK.

In amorphous silicon technology, L-3 Infrared Products outlines in paper -28 its development of 320 × 240, 640 × 480 and 1024 × 768 microbolometers with 17 µm pixels. The company is concentrating on an alloy of amorphous silicon with a higher TCR that does not have higher 1/f noise.

Elbit ElOp in paper -156 summarizes the applications of uncooled technology to soldier sights.

There were two papers on uncooled SOI (silicon-on-insulator) technology that makes use of the temperature change in single crystal pn junctions exposed to infrared radiation:

In paper -31 Mitsubishi Electric describes a novel ROIC for TEC-less operation of SOI FPAs based on thermally isolated reference pixels. The method eliminates the need for extensive non-uniformity correction (NUC) tables.

Toshiba summarizes the development of a low-cost 160 × 120 SOI FPA which is operated without temperature stabilization—see paper -32. Current NE∆Ts are approximately 500 mK but have not been optimized.

Electro-optic Sensor Design in paper -33 describes laboratory and field tests of a low-cost microbolometer concept that could replace current PIR security sensors.

6. IR Optics

Target acquisition systems operating in detection mode require a large field of view for situational awareness. Immervision describes in paper -34 the design of a panomorphic LWIR lens with a hemispherical field of view. A region of interest, which includes potential targets, is defined for each specific system application. The optical system provides a higher spatial resolution, meaning a better detection capability, in this region. An IRFPA of relatively modest pixel count may therefore be used for the hemispherical operation.

Qioptiq reviews in paper -35 ways to increase performance and reduce the cost of uncooled system optics while keeping the number of elements at a minimum of two. This is achieved by use of aspheric and diffractive surfaces. Computational imaging techniques are seen as an important future addition to the optical designer’s tools. Several design examples are discussed.

NVESD attacks in paper -36 the challenge of designing optics with high simultaneous performance in the SWIR and MWIR bands. The use of this type of optical systems is essential in, among others, next generation thermal imagers which require the ability to detect and identify targets with a single compact imaging system having one IRFPA. Multiple approaches are analyzed including use of alternate materials and design tech-
Typical Diffractive

1

order

2

order/

31d order

Harmonic Diffractive

and lowest outgassing. That coating also produces the most accurate coating geometry for optical parts.

7. Cryocoolers for IR Focal Plane Arrays

Air Liquide presents in paper -40 two Pulse Tube Coolers (PTC) – one miniature and one large – for use on earth observation missions. The former is designed for cooling detectors to 80 K while the larger one cools the detectors to temperatures below 50 K. Details of their Cooler Drive Electronics are given.

New Cooler Drive Electronics for Stirling and Pulse Tube cryogenic coolers are described by Thales Cryogenics in paper -42. Significant progress is reported in terms of accuracy, stability and size of these components which measure and control the temperature for several of the company’s flexure bearing coolers. In response to performance requirements for 3rd generation FPAs, a trend is identified towards cooling to temperatures higher than the conventional 77 K, leading to significantly lower cooler size, weight and power.

Sensor systems required to operate at temperatures higher than 77 K have spurred developments of new FPAs and cryogenic coolers optimized for these temperatures. The drivers behind these developments are the need for smaller and more reliable systems with longer life, demand for less power and shorter cooldown times. Ricor reports in paper -43 on a novel microminiature split Stirling linear cryocooler design having a shortened cold finger which makes it attractive for TWS and UAV-mounted systems at higher temperature.

100 % testing of cryocoolers at the manufacturing stage is a time-consuming process. Thales Cryogenie of France reports in paper -44 on their use of the Six Sigma method to effectively lower the manufacturing defect rate. Their success has enabled the use of sample testing on the manufacturing line of a rotary Stirling cooler. The new test procedure is validated by the 0.5% reject rate found after 100% post integration performance testing at the customer’s premises. The root causes of the performance variability is defined and discussed.

Miniature UAVs, small arms sights and tactical night vision goggles require light and small cryocoolers. Ricor, in paper -45, has taken advantage of the recent reduction in dark current of some FPAs to design a microminiature cryocooler operating in the 95K to 110 K range. The size of their small cooler is one third of their standard tactical cryocooler—see Fig. 11.
In this session, presentations on both formal Future Soldier Systems and various potential infrared sensors are presented.

Since the U.S. program is in transition, no presentations from the Land Warrior or the new Ground Soldier System (GSS) - or its first increment the Ground Soldier Ensemble (GSE) – were available. In the U.S., the development and fielding of sensor systems has outrun the formal programs especially in the Thermal Weapon Sight (TWS) program.

Therefore, in this session, the two presentations from the U.S. concentrate on potential future infrared sensors—rather than on the formal programs.

L-3 Electro-Optical Systems in paper -48 outlines progress made in digital image fusion between an image intensifier coupled to a CMOS imager and an uncooled microbolometer. Major improvements of range performance were claimed for a wide field-of-view prototype digital enhanced night vision goggle (ENVG).

In paper -49 Fairchild Imaging describes a low-light level CMOS imager which is well suited for digitally fused night vision systems. Although the CMOS imager is not as sensitive as a GEN III image intensifier tube under overcast starlight, it offers a wider dynamic range, no blooming, higher reliability, smaller size, lower weight, and lower cost.

Sagem presents an overview of the FELIN French future soldier system in paper -50 which includes a binocular based on uncooled microbolometers and thermal weapon sights for the infantryman and snipers—see Fig. 12. The system also includes image capture and dissemination.

Two presentations were made on the German IdZ-ES infantryman of the future program.

Jena Optronik GmbH describes the Handheld Multi-functional Thermal Imager, which includes both visible and thermal (384 x 288 HgCdTe MWIR FPA) channels, together with a laser rangefinder (LRF), digital magnetic Compass (DMC) and GPS in paper -51.
Carl Zeiss Optronics GmbH presents in paper -52 the IdZ-ES Small Arms Video Sight which includes both visible and thermal (384 × 288 uncooled microbolometer) channels, together with a laser rangefinder (LRF), Digital Magnetic Compass (DMC) and GPS.

In paper -53 the Defence Research and Development Canada outlines the Canadian Integrated Soldier System Project (ISSP). Currently several Technology Demonstration programs are underway, including studies of night vision goggles and fused I2/IR systems for head-mounted use.

Optigo Systems (Israel) describes a gunshot detection system for protecting soldiers in paper -54. The system makes use of a SWIR detector.

10. Target Warning Systems

Night and day situational awareness for mounted soldiers in stationary and moving ground vehicles is the subject discussed by FLIR Systems in paper -55. By use of electronic stitching three images are combined to give a full 180 degrees FOV. The imager, using a 640 × 480 pixel uncooled microbolometer, achieves recognition of a man sized target at 200 meter range under good visibility conditions, as shown in Fig. 13. The image processing, including stitching, distortion correction and scene-based non-uniformity correction is discussed in some detail.

BAE Systems presents in paper -56 results of a study on the optimum types and combinations of sensors needed for giving the mounted warfighter a 360 degree situational awareness under “closed-hatch” conditions. Both theoretical and on-vehicle investigations are performed. While the uncooled LWIR sensor is preferred for detection, the fusion of Visible or NIR with LWIR is found to offer solid user benefit for identification—see Fig. 14.

Elisra discusses in paper -57 aspects of a helicopter mounted passive infrared system, the SAPIR. The system tracks and monitors other helicopters which are

Fig. 12 French FELIN system architecture from paper -50

Carl Zeiss Optronics GmbH presents in paper -52 the IdZ-ES Small Arms Video Sight which includes both visible and thermal (384 × 288 uncooled microbolometer) channels, together with a laser rangefinder (LRF), Digital Magnetic Compass (DMC) and GPS.

In paper -53 the Defence Research and Development Canada outlines the Canadian Integrated Soldier System Project (ISSP). Currently several Technology Demonstration programs are underway, including studies of night vision goggles and fused I2/IR systems for head-mounted use.

Optigo Systems (Israel) describes a gunshot detection system for protecting soldiers in paper -54. The system makes use of a SWIR detector.

10. Target Warning Systems

Night and day situational awareness for mounted soldiers in stationary and moving ground vehicles is the subject discussed by FLIR Systems in paper -55. By use

of electronic stitching three images are combined to give a full 180 degrees FOV. The imager, using a 640 × 480 pixel uncooled microbolometer, achieves recognition of a man sized target at 200 meter range under good visibility conditions, as shown in Fig. 13. The image processing, including stitching, distortion correction and scene-based non-uniformity correction is discussed in some detail.

BAE Systems presents in paper -56 results of a study on the optimum types and combinations of sensors needed for giving the mounted warfighter a 360 degree situational awareness under “closed-hatch” conditions. Both theoretical and on-vehicle investigations are performed. While the uncooled LWIR sensor is preferred for detection, the fusion of Visible or NIR with LWIR is found to offer solid user benefit for identification—see Fig. 14.

Elisra discusses in paper -57 aspects of a helicopter mounted passive infrared system, the SAPIR. The system tracks and monitors other helicopters which are
getting too close or are on collision course. SAPIR thus lowers the pilot’s workload while performing operational missions. The collision avoidance system processes the signals obtained from the helicopter’s missile warning system, the PAWS. The operational problem is discussed in some detail.

Man portable air defense missiles and ground fire represent the greatest threats to aircraft – military as well as civilian. The subject of M&M Aviation’s paper -60 is clutter suppression in NIR missile warning systems. The clutter can severely reduce the probability of threat detection. The company discussed their SIMAC algorithm which makes use of multiple spatial and spectral filtering techniques. Test flights have demonstrated up to two orders of magnitude reduction in false alarms/false tracks for the same probability of point target detection when compared to other processing techniques.

11. Type II Superlattice FPAs

The Type II superlattice session includes papers on the progress towards developing detector and focal plane arrays using this technology in both the MWIR and LWIR spectral bands. Also included is a report from the first Type II superlattice production program.

Progress in superlattice detector development has inspired a new Missile Defense Agency approach for detector production as reported in paper -61 from NVESD, IDA, and MDA. The new approach is a horizontal structure where materials growth, array fabrication, readouts, and FPA assembly are each done by separate organizations rather than by a single organization.

Paper -62 from the University of New Mexico and Korea Research Institute of Standards and Science describe LWIR Type II superlattice detectors using nBn and pin structures. The nBn device is reported to give higher performance.

LWIR (9.6 µm) Type II superlattice detectors that are background limited at 77 K with a 300 K, 2π field of view are reported in paper -63 from Northwestern University. Improvements in quantum efficiency and $R_A$ using “M” structure barriers are noteworthy.

The German team of Fraunhofer and AIM report on their continuing experience in the production of two-color MW/MW Type II SLS detectors in paper -64. Figure 15 shows an SEM image of 3-bump array pixels.

Paper -65 on the fabrication of LWIR Type II SLS diodes is from HRL. Tellurium ion implantation and Zn diffusion were compared for forming the junction. Zinc-diffused diodes exhibited GR leakage. Work is underway to utilize tellurium diffusion for an n-on-p structure.

Growth of Type II SLS detectors on GaAs rather than GaSb is the subject of paper -66 from Northwestern University. Although GaAs has a 7 % lattice mismatch compared with GaSb, both MWIR and LWIR Type II layers are reported with promising results.

The impact of minority carrier lifetime on the performance of Type II SLS devices is demonstrated in paper -67 from the Night Vision and Electronic Sensors Directorate. Modeling of current-voltage curves shows that current LWIR Type II devices are generation-recombination current-limited with an estimated lifetime of 35 nsec. Lifetime comparisons between Type II SLS detectors and HgCdTe are shown in Fig. 16.

![Fig. 15](image-url) A portion of the 384 x 288 two-color MW/MW Type II SLS detector array in paper -64.

![Fig. 16](image-url) Measured and calculated minority carrier lifetime for LWIR p- and n-type MCT and p-type LWIR Type II InAs/GaSb superlattice materials. Details are in paper -67.
12, 13, and 14. MCT Advanced Research

The eleven papers in these sessions represent a tribute to the continuing strong importance of HgCdTe detector technology to the infrared community. Note that additional papers on current HgCdTe work are included in Anniversary Sessions 17-19 and in Session 20 on Short Wave IR.

Paper -69 from Sofradir discusses commonalities and differences between HgCdTe detectors used in tactical and space applications. Methods of assessing reliability are reviewed. Examples are given for cooldown cycle reliability.

HgCdTe detector performance spanning the SWIR to VLWIR spectrum are reviewed in paper -70 from AIM. Recent work has reduced pixel pitch to 15 µm with arrays of 640 × 512 format and added short wavelength cutoff devices with 384 × 288 and 1024 × 256 format to expand the range of applications. VLWIR devices are also being developed. Future dual-band HgCdTe devices are to be produced using MBE growth.

DRS reports on the development of a 320 × 6 scanning array in paper -71 that has response from the visible to the SWIR. Spectral response modeling is considered.

Large format, LWIR dual-band detectors are described by RVS in paper -72. Formats of 512 × 512 with 30 µm pixels are fabricated from triple heterojunction layers grown on CdZnTe using a 10-inch MBE system. The spectral response of the array is illustrated in Fig. 17. An NEQ with 98 % operability is reported.

Paper -74 from Selex describes MOVPE-grown HgCdTe on 75 mm GaAs substrates fabricated into 640 × 512 LWIR arrays with 16 µm pixels. The dry-etched mesa pixels are shown in Fig. 18. With a cutoff of 9.4 µm, the array operability is reported to be 99.96 %.

Development of VLWIR HgCdTe arrays at DEFIR using LPE-grown layers on CdZnTe substrates is reported in paper -75. Both p-on-n and n-on-p diode polarities are compared—an example is shown in Fig. 19. At 15 µm the cutoff standard variation is measured to be on the order of 0.1 - 0.2 µm.

Selex describes VLWIR HgCdTe arrays using MOVPE-grown HgCdTe on GaAs in paper -76. BLIP performance is noted at f/5 with a cutoff around 15 µm for temperatures below 70 K.

Paper -77 from DEFIR provides the status of HgCdTe technology on CdZnTe and Ge substrates, including...
15. Uncooled FPAs and Applications II

In this session a variety of developments in uncooled detector technology were reported.

INO describes in papers -79 and -80 a specially developed space-qualified 512 × 3 VO\textsubscript{2}/g\textsubscript{59} microbolometer and a 640 × 480 microbolometer camera core based on a Ulis amorphous-silicon microbolometer.

Bridge Semiconductor summarizes its development of a thin film ferroelectric FPA which is hybridized to an ROIC in paper -81. Work on a new ROIC is expected to improve performance.

In paper -82 CIDA (Spain) presents progress in its vapor deposited polycrystalline PbSe FPAs. Researchers have demonstrated frame rates as high as 20 kHz on their 16 × 16 FPAs.

Ritsumeikan University (Japan) has developed a low-cost vacuum packaging technology for the mass production of uncooled FPAs as described in paper -83. Also included is a micro-vacuum gauge for monitoring the vacuum inside the FPA vacuum package.

Ulis reports in paper -84 its latest 384 × 288 microbolometer with 25 µm pixels and its adaptability to TEC-less operation which is greatly simplified due to the stability and uniformity of amorphous silicon films. Figure 23 shows an image from the microbolometer.

Samsung Thales demonstrates in paper -135 a method for eliminating image blurring in uncooled FPAs due to the difference in f-number between the FPA and the...
optics by using a warm shield between the detector and the lens—see Fig. 24.

Researchers at Dresden University and DIAS describe in paper -141 a new single element pyroelectric detector having a thin (<10 µm) responsive element with high D* and low microphonics.

LIG Nex1 and the Agency for Defence Development (Korea) describe in paper-143 a real-time Non-Uniformity Correction (NUC) scheme for uncooled FPAs implemented in hardware rather than software. The detector is intended for a missile application.

Linkoping University researchers outline in paper -149 the design of a low-noise ROIC for a 64 × 64 uncooled detector array. The ROIC relies on a number of blind and thermally isolated pixels as reference detectors.

Researchers from Middle East Technical University describe in paper -152 a bias heating cancellation method for resistive uncooled microbolometer detectors. The same laboratory discusses in paper-153 a column-based two-stage analog-to-digital converter for uncooled microbolometers.

16. IR Optics: Filters

Following detection of a target, its spectral investigation can greatly facilitate its identification. Teledyne Scientific & Imaging reports in paper -85 on their first integrated tunable MEMS Fabry-Perot filter - LWIR FPA which enables spatially resolved spectral tuning in a compact architecture. The ability to tune individual subarrays of pixels to different wavelengths reduces the number of subframes required to investigate a scene and thereby reduces the computational burden of conventional spectral imagers.

Dual band systems require dual band filters. 3rd generation thermal imagers require dual band filters operating in the MW and LW regions. Rugate Technologies reports in paper -87 on their investigation of three types of filters, a Vis – IR beamsplitter, a LW edge filter and a dual bandpass cold filter. Several design techniques are discussed in some depth and the results of an initial set of fabrication runs are presented in order to assess the performance sensitivity to manufacturing errors.

Figure 26 shows an infrared multi-bandpass filter described in paper -88 that blocks wavelengths in the atmospheric absorption bands in order to decrease the
noise of an infrared system. JDSU shows that their Ucp-1 magnetron sputtering technology has significantly increased the quality of this type of filters relative to filters produced using a thermal evaporation process. To show this, an infrared atmospheric window quadruple bandpass filter is coated and measured. The measured filter transmittance agrees excellently with the theoretical design for both the transmission levels and edge slopes.

Compactness is an absolute requirement for IR systems designed for the future soldier. Vectronix’s paper -155 demonstrates the integration of their SWIR laser range finder into the LWIR optical channel of an uncooled thermal imager. The integration is achieved by development of dual band coatings and use of aspheric and aspherodiffractive lenses made from the GASIR 1 material.

17, 18, and 19 MCT 50th Anniversary

2009 marks the 50th anniversary of the first publication describing the ternary alloy semiconductor HgCdTe by Lawson and colleagues in the UK—see Fig. 27. To celebrate this occasion, a special session was organized to bring together most of the research centers and industrial companies that have participated in the subsequent development of this material into the most versatile and successful infrared detector material in the world today.

Invited papers were solicited from all the laboratories, research centers, and companies known at this time to be involved in HgCdTe technology and development, or that have played a significant role in the past 50 years. All papers in this special session covered the same topics from the special perspective of the individual contributors; namely:

- History and milestones in HgCdTe technology development
- Materials growth
- Device processing
- Device design
- Current status of HgCdTe technology

A final presentation-only paper from NVESD reviewed contributions to, and support for, HgCdTe science and technology from Universities and Government Laboratories in the United States.

The session concluded with a Government panel that provided observations on the accomplishments of HgCdTe to Defense and Security, as well as the challenges still ahead.
20. Short Wave IR and Applications

Interest in the SWIR spectral band has grown considerably in the past few years. This is reflected in the fourteen papers in this session. There are several realms of interest in SWIR, including the potential replacement of image intensifiers, 3D ladar imaging, and the combination of passive-active systems.

Paper -105 from the French-German Research Institute and the Technical Center for Weapons and Ammunition discusses 3D range-gated imaging and super-resolution. A laser at 1.5 µm is used together with an electron-bombarded CMOS sensor to image with 9 nsec pulses.

Sofradir and CEA report on MWIR HgCdTe detectors as electron-APDs with an ~1.2 average excess-noise factor for range-gated imaging in paper -106. A new dual-gain CTIA ROIC in a 320 × 256 format with 30 µm pixels is described. Uniformity of APD gain is shown if Fig. 28. In paper -107 the development of the e-APD detector technology is continued in more detail, with a range of spectral cutoff values and doping methods being characterized. A new detector structure—see Fig. 29—is also reported.

Sagem presents a theoretical comparison of SWIR active-imaging detectors in paper -108. InGaAs, HgCdTe, and electron-bombarded InGaAs/InP devices are compared.

Using a InAlAs multiplication layer, APDs are described in paper -109 from the University of Sheffield. Response out to 2.4 µm is reported. Gain at room temperature is 30 and rises to >100 at 200 K.

DRS discusses modeling and performance measurements of cylindrical-geometry HDVIP e-APDs in paper -110. Among parameters assessed are APD fill factor, point spread function, crosstalk, MTF, electron diffusion length, n-region doping concentration, and capacitance vs. bias.

SiGeC CMOS APDs are the subject of paper -111 from Quantum Semiconductor. They are developing a monolithic CMOS array with an epitaxially-grown SiGeC superlattice detector layer that can extend the spectral response into the SWIR spectral region compared to silicon CMOS detectors that are limited to about 1 µm.

The University of Sheffield report on low noise InAs e-APD detectors in paper -112. The noise of InAs APDs is said to be comparable to MWIR HgCdTe e-APDs and requires less cooling—see Fig. 30.

Paper -113 (presentation only) from the Naval Research Laboratory, discussed maritime applications for active infrared imaging.

In paper -106, the histogram of APD gain at 6 V reverse bias is described.
Goodrich, Sensors Unlimited presents work on the development of a large, 1280 × 1024, InGaAs FPA with 15 µm pixels in paper -114. The readout features a CTIA with <50 noise electrons, dual gain, and an on-chip temperature sensor combined with temperature adjusted non-uniformity correction.

In paper -115 SiGe detector arrays are evaluated by Magnolia Optical Technologies and colleagues. Ge diodes grown on silicon are measured with a response in the range of 1.55 - 1.60 µm.

RVS presents results in paper -116 on large format, 1280 × 1024, 15 µm pixel SWIR FPAs with dark current of 1 nA/cm², and a noise level of 5 electrons. Novel circuitry provides very high dynamic range—see Fig. 31.

Paper -117 from Aerius Photonics, RVS, and the Santa Barbara Instrument Group reports on low dark current, 0.88 nA/cm² at 280 K, InGaAs detectors for night vision and astronomy. Results for astronomy employ additional FPA cooling.

Prediction of system failures due to cooler malfunctioning is the subject of paper -122. In order to test the theoretical Weibull life distribution function, Ricor has conducted field reliability tests for one of their microcoolers. The results of this work are used in building preventive maintenance plans.

Agiltron demonstrates in paper – 123 their new chalcogenide glass lenses which have a thermal expansion coefficient close to that of aluminum and therefore form an athermal lens package when mounted in an aluminum housing. Furthermore, the material’s temperature induced index of refraction is near zero and antireflective surfaces can be molded into the glass. This and the direct molding of lenses to net-shape without additional finishing operations are claimed to result in lenses of higher performance and lower cost.

Answering the need for higher resolution—see Fig. 32, SemiConductor Devices, SCD, presents in paper -124 the Hercules FPA which is their latest development of a new large format 2-D InSb detector with 1280 × 1024 elements and a pixel size of 15 µm. A new signal processor for use in this mega-pixel detector is described. The Readout Integrated Circuit (ROIC) is designed for, and manufactured with, 0.18 µm CMOS technology.

A new type of infrared filters, the Frequency Selective Surface (FSS), is demonstrated in paper -125 by Sandia National Laboratories and Sandia Staffing Alliance. The filters consist of a single layer of metal on a GaAs substrate. Their transmittance over a spectral and broad angular band, as well as their polarization response, may be tailored. Application in an FPA with individual pixels that are responsive to different spectral bands and polarizations is envisaged.
L3 Electro-Optical Systems analyzes in paper -126 what they term localized SNR, LSNR, from measured man and vehicle targets in the field. Image intensifier and uncooled LWIR cameras are used in the measurements. It is concluded that LSNR is greater for the fused dual sensor system mode than for a single system mode using the I2 or IR camera separately.

XenICs reports in paper -127 on their development of a high speed, QVGA format InGaAs camera with a frame rate as high as 1740 frames/sec and 120,000 single lines/sec. Hyperspectral imaging applications, which require frame rates that are a factor of 50 to 200 higher than for regular imaging applications, are considered suitable for this uncooled SWIR camera—see Fig. 33.

Galaxy Compound Semiconductors, AFRL, the University of Massachusetts, Lowell and Pacific Northwest National Laboratory discuss in paper -136 GaSb substrates which have advantages that make them attractive for implementation in a wide range of VLWIR detectors with higher operating temperatures for stealth and space based applications. Ultra low doped n:GaSb shows an improved transmission when compared to “standard” GaSb as shown in Fig. 34.

22. Selected Application Presentations

Paper -129 by University of Victoria focuses on real-time assessment of wild-fire threats—a problem which cost the U.S. $10 billion in year 2000. The acquisition of fire characteristics by use of hyperspectral sensors, LI-DAR, and multispectral thermal sensors together with sophisticated image processing is discussed and is illustrated in Fig. 35.

The importance of avoiding collisions between birds and aircraft during landing and take-off has been shown recently by the dramatic accident in New York’s harbor. Paper -148 by Carl Zeiss reports on an early warning system against birds which consists of two thermal imagers operating in a stereoscopic mode. Warning times of several minutes are claimed for the system.

Galaxy Compound Semiconductors, AFRL, the University of Massachusetts, Lowell and Pacific Northwest National Laboratory discuss in paper -136 GaSb substrates which have advantages that make them attractive for implementation in a wide range of VLWIR detectors with higher operating temperatures for stealth and space based applications. Ultra low doped n:GaSb shows an improved transmission when compared to “standard” GaSb as shown in Fig. 34.

22. Selected Application Presentations

Paper -129 by University of Victoria focuses on real-time assessment of wild-fire threats—a problem which cost the U.S. $10 billion in year 2000. The acquisition of fire characteristics by use of hyperspectral sensors, LI-DAR, and multispectral thermal sensors together with sophisticated image processing is discussed and is illustrated in Fig. 35.

The importance of avoiding collisions between birds and aircraft during landing and take-off has been shown recently by the dramatic accident in New York’s harbor. Paper -148 by Carl Zeiss reports on an early warning system against birds which consists of two thermal imagers operating in a stereoscopic mode. Warning times of several minutes are claimed for the system.

Galaxy Compound Semiconductors, AFRL, the University of Massachusetts, Lowell and Pacific Northwest National Laboratory discuss in paper -136 GaSb substrates which have advantages that make them attractive for implementation in a wide range of VLWIR detectors with higher operating temperatures for stealth and space based applications. Ultra low doped n:GaSb shows an improved transmission when compared to “standard” GaSb as shown in Fig. 34.

22. Selected Application Presentations

Paper -129 by University of Victoria focuses on real-time assessment of wild-fire threats—a problem which cost the U.S. $10 billion in year 2000. The acquisition of fire characteristics by use of hyperspectral sensors, LI-DAR, and multispectral thermal sensors together with sophisticated image processing is discussed and is illustrated in Fig. 35.

The importance of avoiding collisions between birds and aircraft during landing and take-off has been shown recently by the dramatic accident in New York’s harbor. Paper -148 by Carl Zeiss reports on an early warning system against birds which consists of two thermal imagers operating in a stereoscopic mode. Warning times of several minutes are claimed for the system.

Galaxy Compound Semiconductors, AFRL, the University of Massachusetts, Lowell and Pacific Northwest National Laboratory discuss in paper -136 GaSb substrates which have advantages that make them attractive for implementation in a wide range of VLWIR detectors with higher operating temperatures for stealth and space based applications. Ultra low doped n:GaSb shows an improved transmission when compared to “standard” GaSb as shown in Fig. 34.

22. Selected Application Presentations

Paper -129 by University of Victoria focuses on real-time assessment of wild-fire threats—a problem which cost the U.S. $10 billion in year 2000. The acquisition of fire characteristics by use of hyperspectral sensors, LI-DAR, and multispectral thermal sensors together with sophisticated image processing is discussed and is illustrated in Fig. 35.

The importance of avoiding collisions between birds and aircraft during landing and take-off has been shown recently by the dramatic accident in New York’s harbor. Paper -148 by Carl Zeiss reports on an early warning system against birds which consists of two thermal imagers operating in a stereoscopic mode. Warning times of several minutes are claimed for the system.
Standoff detection of explosives and weapons concealed under clothing is the important security-related topic presented in G-Tronix’ paper -157. A robust, portable, and low-cost NIR system is constructed from off-the-shelf components. The detections are made from a distance of 5 meters—see Fig. 36—while it is claimed that the distance may be extended to 50 meters without significant increase in cost and complexity.

A dual-camera dual-band system which measures temperature of and distance to radiometrically grey objects is outlined by Johns Hopkins University in paper -131. Multiple design approaches and trade-offs are described. Experimental data is analyzed and compared with model predictions. An explanation is suggested for the relatively large variation of 1 - 16% in temperature estimation error.

University of North Texas has designed, built and tested a tracking system using a programmable infrared beacon transmitter array, operating at 0.95 µm, and a micro-controller based receiver. The present version, described in paper -133, operates at a range of a few meters with signal bursts centered at a frequency of 38 kHz. It is claimed that the design may be extended to serve as an Identifier-Friend-Foe, IFF, in the battlefield. Theoretical and experimental investigation of the use of MWIR quantum cascade lasers, QCL, and absorption spectroscopy for standoff detection of TNT and TATP explosives at places like railway stations and airports are investigated by Fraunhofer Institut fur Physikaliche Messtechnik and reported in paper -137. The detection limits in the experimental set-up are found to be determined by the laser output noise and drift. External cavity QCL and multiple QCLs are considered for further improvement of system sensitivity. Figure 37 illustrates the system used.

The threat of liquid explosives has resulted in passengers being prohibited from travelling with bottles filled with liquids. Hydrogen peroxide is a typical component of these explosives. A team from Osaka University, paper -145, has developed an inspection system which determines the concentration of hydrogen peroxide in bottles by use of NIR absorption spectra and multivariate statistical analysis. The system—Fig. 38—having an inspection time of 5 seconds, will be installed at airports and will lead to a relaxation on the banning of bottles.
The National Institute of Standards and Technology, NIST, discusses in paper -150, their development of an advanced Absolute Cryogenic Radiometer, ACR, designed to enable the measurement and calibration of infrared power as low as 1 picoWatt with an accuracy on the order of 0.1 %. Experimental investigation reveals that the sensitivity of the new generation ACR will reach the expected increase by an order-of-magnitude above that of the existing version.

Paul R. Norton
Bjørn F. Andresen
Gabor F. Fulop