Sb-based two-color photodetector fabrication and characterization

Tamer F. Refaat, MEMBER SPIE
NASA Langley Research Center
Science and Technology Corporation
5 Dryden Street, MS 468
Hampton, Virginia 23681

M. Nurul Abedin
NASA Langley Research Center
Passive Sensor Systems Branch
5 Dryden Street, MS 468
Hampton, Virginia 23681

Ishwara B. Bhat
Yegao Xiao
Rensselaer Polytechnic Institute
Department of Electrical, Computer and Systems Engineering
Troy, New York 12180

Abstract. Sb-based dual-band detectors were fabricated and characterized. The first band consists of an InGaAsSb pn junction for long wavelength detection, while the second band consists of a GaSb pn junction for shorter wavelength detection. Both bands were grown, lattice-matched to a GaSb substrate, using metal-organic vapor phase epitaxy. Three metal contacts were deposited to access the individual junctions. Spectral response measurements indicated either independent operation of both detectors simultaneously, or bias selective operation for one detector while serially accessing both devices. © 2005 Society of Photo-Optical Instrumentation Engineers.

Subject terms: infrared; two-color; detectors; epitaxy; spectral response.

Device fabrication was carried out by applying standard processing using three masks. The first mask was used to delineate the upper diode mesa and the second mask was used to define the lower mesa diode structures [see Fig. 1(b)]. The third mask was used to pattern the contact metals using liftoff technique. Mesa diodes were patterned using wet chemical etching. The contact metals were evaporated using e-beam evaporation. The metal contacts consisted of Pd (150 Å, first layer)/Ge (300 Å)/Au (150 Å)/Ti (400 Å)/Au (1500 Å, last layer) for the front contact. The back contact was achieved by evaporating Ti/Au on the backside of the substrate. No passivation or antireflective coating was used for this device. Several wafer-based devices were fabricated and characterized. No attempt at dicing or packaging the detectors was performed.

The detector characterization included dark current and spectral response measurements obtained at 23.5 ± 0.1 °C. The dark current curves for the upper and lower photodetectors, shown in Fig. 1(b), indicate typical exponential dependence on the bias voltage, conforming to the diode theory. The spectral response of the dual-band photodetectors was measured by applying the substitution method, using two reference detectors. The first is a 1-cm-diameter Si detector for 500 to 1000 nm wavelength range, and the second is a 3 × 3 mm² PbS detector for 1000 nm up to 2200 nm. Figure 2 shows the spectral response of the upper and lower detectors under different bias voltages. To operate both devices separately, the top and middle contacts were used to access the upper GaSb p-n junction detector and the middle and bottom contacts were used to access the lower InGaAsSb p-n junction detector. The cutoff wavelength of the upper device is about 1.7 μm, which corresponds to the GaSb band gap, while the cutoff of the lower device corresponds to the InGaAsSb and was tuned to...
about 1.9 μm. As indicated in Fig. 2, the response of the lower detector totally overlaps that of the upper one. This could be tailored using different composition, and yet preserving the lattice-match condition. Controlling the composition will also shift the cutoff wavelength of the quaternary material to a longer wavelength up to 4 μm. Biasing the pn junction changes the responsivity of the detector. For the reverse bias case the depletion width increases leading to enhanced drift of the photogenerated charge carriers, as opposed to the forward bias case in which it results in narrowing the same region.

Figure 3 shows the spectral response of the same sample, normalized to the device area. In this case both devices (upper and lower are serially connected) were accessed only by using the top and bottom contacts. While the bottom contact grounded, applying a voltage to the top contact leads to forward bias of one of the p-n junctions and reverse bias of the other. This results in selectable detection for the devices by the polarity of the applied bias voltage as indicated in Fig. 3. This behavior is attributed to the simultaneous change in the depletion regions with the bias voltage as discussed before, but for the two devices at the same time.

In this letter, fabrication and characterization of an Sb-based dual-band two-color detector are presented. GaSb and InGaAsSb pn junctions were grown lattice-matched to GaSb substrate using MOVPE. Dark current measurements illustrated the diode behavior of both lattice-matched detectors. Spectral response measurements indicated either independent operation of both detectors simultaneously, or selective operation of one detector, by the polarity of the bias voltage, while serially accessing both devices.

The authors would like to acknowledge Stephen Sandford and Chris Moore for their continuous support.
References


