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Abstract. The feasibility of in vivo measurements in the range of
1000 to 1100 nm and the potential benefits of operation in that
wavelength range for diagnostic applications are investigated. To this
purpose, an existing system for time-resolved diffuse spectroscopy is
modified to enable in vivo studies to be carried out continuously from
600 to 1100 nm. The optical characterization of collagen powder is
extended to 1100 nm and an accurate measurement of the absorption
properties of lipid is carried out over the entire spectral range. Finally,
the first in vivo absorption and scattering spectra of breast tissue are
measured from 10 healthy volunteers between 600 and 1100 nm and
tissue composition is evaluated in terms of blood parameters and wa-
ter, lipid, and collagen content using a spectrally constrained global
fitting procedure. © 2009 Society of Photo-Optical Instrumentation Engineers.
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Introduction
he knowledge of the absorption properties of biological tis-
ues can provide diagnostically useful pieces of information.
ue to the strong attenuation of light in other spectral ranges,
ata are often collected in the near IR, between 700 and
00 nm, where the two forms of hemoglobin are generally
egarded as the main absorbers. In some cases, however, even
onger wavelengths are investigated, to include the absorption
eaks of lipids at 930 nm and water at 975 nm.

Collagen is a main constituent of soft and hard tissues, and
n particular of breast tissue. Specifically, breast stroma in-
ludes various extracellular matrix proteins, and fibrillar col-
agens are perhaps the most important in determining stromal
rchitecture.1 In turn, alterations of stromal architecture and
omposition are a well-known aspect of both benign and ma-
ignant pathologies, and may play an initial role in breast
arcinogenesis.2 Recently, studies performed on mammary tu-
ors in mice showed that increased collagen density increases

ddress all correspondence to: Paola Taroni, Politecnico di Milano, Diparti-
ento di Fisica, Piazza Leonardo da Vinci 32, Milan, 20133 Italy. Tel: 39-02-
3996109; Fax: 39-02-23996126; E-mail: paola.taroni@fisi.polimi.it
ournal of Biomedical Optics 054030-
tumorigenesis, local invasion, and metastatic character, prov-
ing a causal link between stromal collagen and tumor forma-
tion and progression.3 Thus, collagen could have significant
relevance for breast cancer detection. Moreover, changes in
mammographic density are expected to reflect stromal
changes, and thus collagen content is likely to correlate with
breast density.1 Optical data interpreted using principal com-
ponent analysis have already shown a strong correlation with
quantitative mammographic features.4 The quantification of
collagen content based on optical measurements could pro-
vide a noninvasive means for the direct assessment of breast
density, which presently requires the use of ionizing radiation
�x-ray mammography�. For diagnostic purposes, it is also in-
teresting to note that high breast density is a recognized risk
factor for developing breast cancer.5,6 Thus, the noninvasive
identification of subjects with mammographically dense
breasts could be diagnostically relevant. Finally, it has re-
cently been observed that collagen in high-density breasts has
different features as compared with collagen in low-density

1083-3668/2009/14�5�/054030/7/$25.00 © 2009 SPIE
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reasts,7 again stressing the potential interest of collagen for
iagnostic purposes.

All this notwithstanding, the optical properties of collagen
re not known from the literature and its contribution to the
verall absorption of tissue is generally neglected when opti-
al data are interpreted with the Beer law to derive informa-
ion on tissue composition. Only recently we have performed
nitial measurements for the optical characterization of col-
agen, collecting time-resolved transmittance data8 from col-
agen type I powder between 610 and 1040 nm. The mea-
ured absorption line shape suggested that spectral features
otentially useful for the quantification of collagen in tissues
ould be observed at even longer wavelengths. Actually, the
resence of specific spectral features �e.g., a sharp distinct
eak� within the observation range would make the procedure
or the estimate of tissue composition from absorption data
ore robust, and it would be of special value when measure-
ents are necessarily restricted to a few selected wavelengths,

s typically occurs for diagnostic imaging purposes �e.g., op-
ical mammography�.

Recently, differences were observed in the spectral shape
nd position of the absorption peak of free versus bound water
round 975 nm. It was suggested that such spectral differ-
nces could be exploited to discriminate tumor from normal
reast tissue.9 More generally, several spectral shifts in the
bsorption features of malignant versus healthy breast tissue
ere detected in the range of 875 to 990 nm, and attributed

o C–H bonds of lipids and O–H bonds of water and lipids
xidation products.10

In the past, breast tissue spectroscopy has never investi-
ated thoroughly the range between 1000 and 1100 nm.
bove 1000 nm, the absorption of water and oxy- and deoxy-
emoglobin decreases for increasing wavelengths, while the
everse occurs for lipids and collagen, which both show peaks
ight after 1000 nm. Consequently, at even longer wave-
engths the overall tissue absorption could decrease, improv-
ng the feasibility of in vivo measurements and giving a new
rospect to the diagnostic application of breast spectroscopy.

The aim of this study was to determine whether operation
n the range of 1000 to 1100 nm could effectively be per-
ormed in vivo on breast tissue, and to start investigating
hether the collected information could profitably be used for
reast tissue characterization and identification of pathologies.

To this purpose, our instrumentation for time-resolved dif-
use spectroscopy11 was modified to enable measurements to
e performed continuously up to longer wavelengths
1100 nm�. The upgraded setup was then used to extend the
ptical characterization of collagen powder and perform an
ccurate measurement of the absorption properties of lipid
ver the extended interval �600 to 1100 nm�. Finally, the first
n vivo absorption and scattering spectra of breast tissue were

easured from 10 healthy volunteers in the same spectral
ange.

Materials and Methods
.1 Experimental Setup
he system is fully automated for what concerns both data
cquisition and analysis. Figure 1 shows a scheme of the
etup. The previous version of our instrumentation for time-
ournal of Biomedical Optics 054030-
resolved diffuse spectroscopy operated between 610 and
1040 nm, relying on a synchronously pumped dye laser
�610 to 700 nm� and on an actively mode-locked Ti:sapphire
laser11 �700 to 1040 nm�. For this study, the setup was up-
graded to enable measurements to be performed continuously
from 600 to 1100 nm. Both the optics and the alignment of
the Ti:sapphire laser were modified to optimize its operation
in the region beyond 1000 nm. Now it is used to provide
picosecond pulses from 900 to 1100 nm. To cover shorter
wavelengths, a supercontinuum fiber laser was introduced.
Wavelength selection is achieved through the computer-
controlled rotation of a Pellin-Broca prism, so that the se-
lected wavelength can be extracted from the dispersed light
by coupling it into a 50-�m fiber optic, placed distal to the
prism.12 Typically data are acquired on the full available range
for both sources �600 to 1100 nm for the fiber laser and
900 to 1100 nm for the Ti:sapphire laser�. The exact exten-
sion of the Ti:sapphire data set that is used for further data
interpretation can be slightly adjusted, depending on the spe-
cific experiment to be performed, for best balance between
spectral resolution and available power, as shown in Sec. 3.

Optical fibers deliver the illumination light to the sample
and collect the diffusely transmitted or reflected light. Time-
correlated single-photon counting is used for the detection of
the reemitted pulses.11

The overall time resolution of the system varies between
70 and 160 ps, depending on wavelength. For this study,
time-resolved data were collected every 5 nm, with an acqui-
sition time of 1 s/wavelength with the supercontinuum fiber
laser and 4 s/wavelength with the Ti:sapphire laser.

2.2 Spectroscopy of Tissue Constituents
Collagen type I powder from bovine achilles tendon �Sigma-
Aldrich� was placed in a black cylindrical container �10.5 cm
diameter, 1.6 cm height�, gently pressed to reach a sample
density of 0.196 g /cm3, and measured in transmittance ge-
ometry, with the line of sight between the injection and col-
lection points set along the cylinder axis �thickness of mea-
sured sample=1.6 cm�.

600 - 900 nm

900 - 1100 nm

465 -1750 nm
Switch

Splitter
5/95

Splitter
5/95 TCSPC

Sample
Scanning
MC

MCP
PMT

CW Argon

Supercontinuum
Fiber

ACQUISITION ANALYSIS

ETHERNET

Ti:Sapphire

Fig. 1 Setup of the system for time-resolved transmittance spectros-
copy: CW Argon, continuous wave argon laser; MC, monochromator;
MCP PMT; microchannel plate photomultiplier tube; TCSPC; PC
board for time-correlated single-photon counting.
September/October 2009 � Vol. 14�5�2



�
p
e
n
a

2
T
b
�
4
o
6
b
f

2
T
c
d
m
fi

t
s
a
c
a
�
T
t
fi
g
l

3
T
w
o
s
l
w
t
e
s
d
w
6
1
c
w
T
a
w
s
u
t

Taroni et al.: Diffuse optical spectroscopy of breast tissue extended to 1100 nm

J

Purified pork fat �lard� was melted to fill a 19 �w�
19 �l��12 �h� cm3 tank. After solidifying at room tem-

erature, measurements were performed in reflectance geom-
try with an interfiber distance of 2 cm, to provide good sig-
al level and satisfy the hypotheses of the diffusion
pproximation.

Repeated measurements were performed on both samples.

.3 In Vivo Spectroscopy of Breast Tissue
en healthy volunteers were enrolled �ages 26 to 63�. Mild
reast compression between parallel plates was applied
thickness range of compressed breast 2.9 to 6.3 cm, median
.0 cm�. As already mentioned, using a suitable combination
f both laser sources, measurements were performed from
00 to 1100 nm in transmittance mode through the central
reast region. Data were collected from both breasts. In-
ormed consent was obtained from all volunteers.

.4 Data Analysis
he values of the absorption and reduced scattering coeffi-
ients at each wavelength were estimated by fitting the time
istributions to an analytical solution of the diffusion approxi-
ation �with the extrapolated boundary condition� for an in-
nite slab.13,14

Information on tissue composition and structure was ob-
ained directly from time-resolved transmittance curves mea-
ured at all wavelengths The Beer law was used to relate the
bsorption properties to the concentrations of the main tissue
onstituents. The scattering properties were modeled through
simple approximation to Mie theory: �s�=a�� /�0�−b, where

0=600 nm and a is the scattering coefficient15,16 �s���0�.
he experimental data were globally best fitted with a spec-

rally constrained fitting procedure.17 Free parameters of the
tting were the concentrations of oxy- and deoxyhemo-
lobin18 �HbO2 and Hb, respectively�, water,19 lipids, and col-
agen, together with scattering amplitude a and power b.

Results and Discussion
o investigate the potential of breast spectroscopy in the
avelength interval between 1000 and 1100 nm, we modified
ur setup for time-resolved transmittance and reflectance
pectroscopy. A supercontinuum fiber laser and a mode-
ocked Ti:sapphire laser are now used to cover continuously
avelengths from 600 to 1100 nm. Actually, the supercon-

inuum fiber laser can provide good power levels over the
ntire range. However, wavelength selection relies on disper-
ion within a prism and it is thus affected by the spectral
ependence of material dispersion. Actually, the source band-
idth increases with wavelength from 3 nm at
00 nm to 10 nm at 900 nm, and to approximately 15 nm at
100 nm. As recently shown,20 a wide source bandwidth can
ause significant underestimation of the absorption values as
ell as distortion of nonsymmetrical absorption line shapes.
hese effects are more marked when sharp absorption peaks
re measured, namely, where the absorption changes rapidly
ith wavelength. As an example, Fig. 2 shows the absorption

pectrum measured in vivo from the breast of a healthy vol-
nteer using both the supercontinuum fiber laser over the en-
ire wavelength range and the Ti:sapphire laser above
ournal of Biomedical Optics 054030-
900 nm. As is evident from the figure, the estimate of the
absorption peak of lipids at 930 nm is strongly affected by the
large bandwidth of the fiber laser. Accordingly, the former
source was typically used for wavelengths �900 nm, and the
latter for longer wavelengths, where sharper peaks are ex-
pected. However, above 1070 nm the Ti:sapphire laser is
close to the edge of its lasing range, and its use is critical,
especially for in vivo measurements, due to marked instability
and limited day-to-day reproducibility of its performances. As
shown in the following, independent of breast type the overall
tissue absorption does not vary markedly over 1070 nm, and
consequently, its estimate is not significantly affected by laser
bandwidth problems. Thus, the fiber laser can effectively be
used between 1070 and 1100 nm when needed to obtain reli-
able in vivo data up to 1100 nm, and it was actually used for
the in vivo measurements of this study.

Our final goal is to investigate the potential of long wave-
lengths for diagnostic purposes. This involves the measure-
ment of tissue optical properties and their interpretation in
terms of tissue composition and structure to derive diagnosti-
cally relevant pieces of information. Thus, as an initial step,
the optical characterization of collagen powder was extended
toward longer wavelengths with respect to previously avail-
able data.8 Figure 3 displays the absorption spectrum mea-
sured from collagen type I powder. A main absorption peak is
identified around 1020 to 1030 nm. This represents a rather
sharp spectral feature that could prove useful for the quanti-
fication of collagen from in vivo absorption data. The other
features in the wavelength range of observation are a fairly
steep decrease in absorption for increasing wavelengths below
850 nm and a minor absorption peak at 915 nm, in agreement
with what was observed previously.

The scattering properties of collagen were also estimated.
Specifically, the reduced scattering coefficient is rather high
and decreases only slightly with wavelength, approximately
from 45 to 40 cm−1 moving from 600 to 1100 nm. However,
this piece of information cannot be directly applied for the
interpretation of in vivo data, as the different structure of col-
lagen in physiologic conditions is expected to lead to different

0.00

0.05

0.10
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0.20

600 700 800 900 1000 1100
Wavelength (nm)

A
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m
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Titanium:Sapphire

Supercontinuum fiber

Fig. 2 Absorption spectra of the breast of a healthy volunteer, as ob-
tained from measurements performed with the two available laser
sources. The effect of the laser bandwidth is evident in the estimate of
the sharp absorption peak of lipids at 930 nm.
September/October 2009 � Vol. 14�5�3
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cattering properties as compared to the powder that was ob-
ect of the present study.

The choice of collagen type I of bovine origin was moti-
ated by the need to deal with a large amount of substance
namely, a few tens of grams�, to enable a reliable interpreta-
ion of the collected data within the diffusion approximation
or an infinite medium. In human breast tissue, collagen type
represents 70% of the total collagen content. However, col-

agen type III is also abundant21 �25%�. It should be taken into
ccount that currently no specific information is available to
tate that collagen of different origin �human versus bovine�
nd/or type �type III versus type I� have similar absorption
roperties.

The absorption properties of lipid of animal origin had
lready been measured previously. At long wavelengths, how-
ver, the estimated absorption data were affected by a signifi-
ant spread.22 By means of the upgraded setup we can now
eliably assess the absorption properties of lipid up to
100 nm by means of time-resolved diffuse spectroscopy.
easurements were performed at room temperature on puri-

ed pork fat �lard�. The sample was in solid form and was
haracterized by reduced scattering coefficient decreasing ap-
roximately from 8 to 6 cm−1 over the wavelength range of
bservation. Similar to what was already mentioned for col-
agen, the scattering spectrum of the pure lipid cannot be di-
ectly related to in vivo data, also due to its strong dependence
n temperature. Figure 4 reports the estimated absorption
pectrum of lipid. The absorption line shape shows the char-
cteristic sharp peak at 930 nm. A secondary absorption peak
s also present at 1040 nm. Around 1090 nm, the absorption
eems to reach a minimum and then start increasing again
oward longer wavelengths. For wavelengths up to approxi-

ately 1020 nm, the absorption spectrum of lipid is similar to
hat previously published.22 However, at longer wavelengths

he absorption values measured in the present study are lower
nd the difference increases with wavelength, becoming very
arked at 1100 nm �0.024 cm−1 against 0.049 cm−1�.
Comparing Figs. 3 and 4, we see that between 900 and

50 nm, both collagen and lipid show an absorption peak. A
imilar situation occurs between 1000 and 1050 nm. The ab-
orption features of collagen and lipid are spectrally close, but
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0.08
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ig. 3 Absorption spectrum of collagen type I powder �density
0.196 g/cm3�.
ournal of Biomedical Optics 054030-
not fully overlapped. Moreover, their spectral shape is signifi-
cantly different. Finally, the relative weight of the two peaks
is different for collagen and lipid: the feature at longer wave-
lengths is dominant for collagen, while the reverse occurs for
lipids. Thus, at least in principle, the long-wavelength range
could profitably be exploited to better determine the contribu-
tion of the two constituents to breast tissue composition.

Clearly, this is only possible if reliable optical measure-
ments can effectively be performed in vivo on breast tissue.
First, measurement feasibility relies on obtaining adequate
signal levels within an acceptable acquisition time. Tissue
composition can vary significantly with age and even more
markedly with breast type, strongly affecting this key aspect.
To investigate it, time-resolved transmittance measurements
were performed on 10 healthy volunteers of different ages and
breast parenchymal patterns. Since our final goal is to explore
the potential application and benefits of long wavelengths
with specific attention to optical mammography, in vivo data
were collected in compressed breast geometry, the same as
used in our setup for breast imaging.23

Figure 5 displays examples of absorption spectra obtained
from three healthy volunteers. For two of them, labeled
“#2—Fibrous” and “#10—Adipose,” the parenchymal
pattern was determined based on x-ray mammograms. Tabàr
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Fig. 4 Absorption spectrum of lipid �purified pork fat�.
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Fig. 5 Absorption spectra measured in vivo from the breasts of three
healthy volunteers with different breast types.
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lassification24 ranks the former subject as type IV �dominated
y prominent linear and nodular densities� and the latter one
s type II �dominated by adipose tissue�. X-ray mammograms
ere not available for the third subject �#3�. In that case, the
reast type was assumed to be “mixed” based on its absorp-
ion line shape, which suggests intermediate content of water
at 975 nm� and lipids �at 930 nm�, as compared to the other
wo subjects. Lipid is responsible for the absorption peak that
s clearly detected at 1040 nm in the adipose breast, while the
ollagen contribution can barely be revealed as a shoulder on
he trailing edge of the water peak of the fibrous breast and
annot be visually appreciated in the case of the adipose
reast. Besides the major absorption peaks, other minor de-
ails reveal differences in the relative weight of water and
ipid content for different breast types. Specifically, the ab-
orption peak around 760 nm is sharper when lipids are domi-
ant �e.g., subject 10�, while it looks broader when the water
ontent is high and absorbs appreciably even at those wave-
engths. Finally, stronger absorption at short wavelengths
�850 nm� generally suggests higher hemoglobin content,
ith the deoxygenated �oxygenated� form dominating below

above� 750 nm. For some subjects, however, also collagen
an contribute noticeably to the overall tissue absorption in
he range 600 to 850 nm.

Even though the overall tissue absorption above 1000 nm
s generally lower than between 900 and 1000 nm, most im-
ortant constituents absorb significantly in that region. Spe-
ifically, the trailing edge of the absorption peak of water at
75 nm gives a nonnegligible contribution up to 1100 nm,
ven for clearly adipose breasts. Similarly, the broad absorp-
ion band of oxyhemoglobin still contributes appreciably. De-
xyhemoglobin is the only main constituent that absorbs neg-
igibly. However, its contribution can easily be evaluated at
horter wavelengths, and in particular below 750 to 800 nm,
here it generally dominates. As already mentioned, the
uantification of lipids and collagen can likely take advantage
f their absorption peaks in the range of 900 to 1100 nm.
urrently, however, it cannot be excluded that the spectral
verlap of such features might cause fitting problems and un-
ertainty in the estimate of collagen content in the case of
arkedly adipose breasts, where lipids could absorb much
ore strongly than collagen. This specific condition must be

urther investigated on a wide number of subjects.
For the 10 volunteers, the reduced scattering coefficient of

reast decreases progressively from 10 to 18 to 8 to 14 cm−1

n increasing wavelength from 600 to 1100 nm. Figure 6 re-
orts the reduced scattering spectra obtained from the same
ubjects as considered in Fig. 5. In agreement with what gen-
rally was also observed in the past, the scattering of the
brous breast decreases with a steeper slope than that of
ixed or adipose breasts.
For all subjects, independent of breast pattern, acceptable

ignal levels were achieved at long wavelengths. Provided
hat adequate levels of illumination light were available at all
avelengths, this positive result is the combination of accept-

ble light attenuation in tissue and high sensitivity of the de-
ection apparatus. To better understand how light attenuation
epends on tissue parameters that cannot be changed �paren-
hymal pattern�, geometrical factors that can only moderately
e affected �thickness of compressed breast� and instrumental
ournal of Biomedical Optics 054030-
parameters �operation wavelength or spectral range�, the frac-
tion of transmitted signal was calculated based on the diffu-
sion equation. The optical properties measured for subjects 2,
3, and 10 were taken as representative of different breast
types, and the fraction of the transmitted signal was calculated
for two values of tissue thickness �i.e., 3 and 5 cm�, to ac-
count for different breast volumes. The results are shown in
Fig. 7. Fibrous breasts are typically characterized by stronger
absorption and often also by higher scattering, at least at short
wavelengths. Hence, this breast type generally attenuates light
more markedly in the entire wavelength range of observation
as compared to adipose breasts, and thus light transmission in
the near-IR range is strongly reduced. Tissue thickness is a
key parameter in determining the level of the transmitted
signal. Where peak absorption is observed, an increase in
thickness from 3 to 5 cm reduces the transmitted signal by
two to three orders of magnitude �for adipose breasts on the
lipid peak at 930 nm and for fibrous breasts on the water
peak at 975 nm, respectively�. The effect of the change of
wavelength is smaller or, at most, comparable. Moreover, it is
interesting to note that the average transmission above
1000 nm �1000 to 1100 nm� is higher than in the range
900 to 1000 nm by a factor of 1.5 to 3.3, with the strongest
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Fig. 6 Reduced scattering spectra measured in vivo from the breasts of
three healthy volunteers �same volunteers as shown in Fig. 5�.
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ifference observed for a 5-cm-thick fibrous breast. This is a
ositive feature in view of potential clinical applications, as
hey typically rely on very short acquisition times and conse-
uently face problems of low signal level at wavelengths that
re strongly attenuated by tissue. The availability of efficient
etectors is obviously a critical issue that must be taken into
ccount. In the past, commercial detectors provided only very
ow efficiency at long wavelengths, thus significantly limiting
ractical applications in that spectral range. However, the
echnological advances made in the field have recently over-
ome such limitations and efficient detectors are now avail-
ble for time-resolved applications24,25 above 1000 nm.

To estimate tissue composition, and specifically to investi-
ate the possibility of noninvasively quantifying the content
f collagen, time-resolved data obtained from all volunteers
ere best fitted with a spectrally constrained fitting procedure

eaving constituent concentrations and scattering amplitude
nd power as free parameters.17 Conventionally, the absorp-
ion and reduced scattering spectra of breast are estimated
rom time-resolved transmittance curves measured at different
avelengths. Then, following the Beer law, the concentrations
f the main tissue constituents are obtained by best fitting
heir reference spectra to the absorption spectra of tissue.
owever, the spectrally constrained procedure proved to pro-
ide higher stability as compared to the conventional
rocedure17 and was thus adopted in this work.

Table 1 displays the estimated tissue composition and scat-
ering parameters. For each subject, values obtained for the
eft and right breasts were averaged. The estimated tissue
omposition confirms the qualitative observations based on
he visual analysis of the absorption spectra. For the six sub-
ects aged over 40 yr, x-ray mammograms were available and
he parenchymal pattern was ranked based on Tabàr

Table 1 Breast tissue composition and scattering pa

ubject
ID

Tissue Composition

tHb
��M�

SO2
�%�

Lipid
�mg/cm3�

Water
�mg/cm3�

1 18.6±2.2 75±3 0±0 736±75

2 24.3±1.8 80±1 173±56 615±40

3 24.1±2.0 84±1 428±24 302±80

4 15.0±1.6 58±9 528±33 298±17

5 18.5±2.2 84±7 621±97 200±51

6 19.2±3.9 82±9 467±33 253±83

7 16.3±0.5 42±12 500±11 237±2

8 12.8±0.8 83±2 728±2 99±8

9 11.2±1.4 71±15 567±48 87±21

10 10.0±1.2 71±10 737±52 111±15

verage values and standard deviations of measurements performed on both b
lassification is also reported.
ournal of Biomedical Optics 054030-
classification.26 In agreement with what expected from the
absorption spectrum, subject 2, identified as breast type IV
�fibrous�, is characterized by high collagen content
�107 mg /cm3�, as well as high water �615 mg /cm3� and low
lipid �173 mg /cm3� content. The scattering power b is also
high �1.16�. Similar features were observed also in subject 1,
who can reasonably be ranked as a fibrous breast as well.
In the latter case, the fitting procedure could not provide an
acceptable estimate of lipid content, likely due to the fact
that the low lipid absorption was overwhelmed by very
strong water absorption. On the contrary, subjects 8 to 10
show a low content of collagen �24 to 54 mg /cm3� and
water �87 to 111 mg /cm3�, but a high content of lipids
�567 to 737 mg /cm3�. This is in agreement both with Tabàr
classification as type II or III �adipose� and with what was
expected from the measured absorption properties. The scat-
tering power was markedly lower than for the fibrous breasts
�0.52 to 0.69 to compare with 1.16 to 1.29�. Tissue composi-
tion and scattering power for the remaining five subjects �3 to
7� were intermediate between what observed for fibrous and
adipose breasts and suggested an intermediate breast type.
This hypothesis could be confirmed only in two cases, where
x-ray mammograms were available and the breast pattern was
identified as type I �mixed�. The estimated tissue parameters
seem to span some what broader ranges for mixed breasts
than for fibrous and adipose breasts. This might be caused by
the fact that just a few subjects belong to each category, and
the results have no statistical significance. However, it might
also be related with the different nature of tissues. Especially
for intermediate tissue types, where there is no dominant con-
stituent and heterogeneity is more marked, optical measure-
ments might depend on the specific location that reflects local

s of healthy volunteers with different breast type.

Scattering Parameters

Tabàr Classification
ollagen
g/cm3�

a
�cm−1� b

3±29 15.1±1.3 1.29±0.0 —

7±22 17.6±1.1 1.16±0.09 IV: Fibrous

0±1 16.1±0.5 0.71±0.03 —

8±7 20.7±0.9 0.93±0.13 —

9±6 18.1±1.8 0.86±0.32 I: Mixed

3±5 14.6±1.0 0.69±0.01 I: Mixed

1±7 17.8±0.4 0.75±0.07 —

4±4 12.4±0.6 0.52±0.09 II: Adipose

4±4 12.4±0.7 0.62±0.04 II: Adipose

4±5 13.4±2.0 0.69±0.28 III: Adipose with ducts

re reported. When available, the breast parenchymal pattern following Tabàr
rameter
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ariations in tissue composition and structure. It is also rea-
onable to hypothesize that breast type I �mixed� might iden-
ify a broader category of tissue composition and structure.
urther studies on a wider number of subjects are required to
etermine whether averaging measurements performed at dif-
erent locations can reduce the variability of the results.

We can account for significantly less than 100% of tissue
olume: 86% �7% for the 10 subjects analyzed up to now.
o estimate the percentage composition of tissue, the density
f each constituent is required. For collagen in soft tissues, no
nformation is available in the literature. Therefore, we relied
n a density value of 1.3 mg /cm3, which was reported for
ard tissue.27 Thus, the low percentage of tissue volume ac-
ounted for in our measurements could be due to a wrong
stimate of collagen density in breast tissue, and this is the
eason why data on tissue composition are presented in Table
as absolute values �in milligram per cubic centimeter� rather

han as percentage composition. However, it could also indi-
ate that an appreciable percentage of tissue volume is repre-
ented by constituents that do not absorb significantly in the
ed and near-IR spectral range.

Conclusion and Future Work
he final goal of our study was to investigate the feasibility
nd potential interest of diffuse optical spectroscopy above
000 nm for diagnostic applications, and in particular for op-
ical mammography. The results are positive for what con-
erns the quality of the data that are collected in vivo at long
avelengths, essentially due to adequate signal levels that are

eached independent of breast type. To enable accurate data
nterpretation, as a part of this study, the absorption spectrum
f collagen and lipid were measured from 600 to 1100 nm.
ime-resolved in vivo data can reliably be interpreted to esti-
ate the optical properties of breast tissue as well as to derive

ts composition in terms of main constituents, including col-
agen, and information on its structure. Based on these en-
ouraging preliminary results, our setup for time-resolved op-
ical mammography has recently been upgraded to enable
mages to be collected at seven wavelengths between 637 and
060 nm. The instrument was tested at the laboratory level
nd is now entering a clinical study to investigate its ability in
he noninvasive assessment of breast density and its diagnos-
ic potential for lesion detection and characterization.
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21. E. Jarocka-Cyrta, E. Bańkowski, and K. K. Jodczyk, “Collagen of
breast with benign dysplasia,” Patol. Pol. 42, 83–86 �1991�.

22. R. L. P. van Veen, H. J. C. M. Sterenborg, A. Pifferi, A. Torricelli, E.
Chikoidze, and R. Cubeddu, “Determination of visible near-IR ab-
sorption coefficients of mammalian fat using time- and spatially re-
solved diffuse reflectance and transmission spectroscopy,” J. Biomed.
Opt. 10�5�, 054004 �2005�.

23. P. Taroni, L. Spinelli, A. Torricelli, A. Pifferi, G. M. Danesini, and R.
Cubeddu, “Multi-wavelength time domain optical mammography,”
Technol. Cancer Res. Treat. 4, 527–537 �2005�.

24. Hamamatsu Photonics, photomultiplier tubes R3809U-68/69, �ww-
w.hamamatsu.com�.

25. M. A. Itzler, R. Ben-Michael, C.-F. Hsu, K. Slomkowski, A. Tosi, S.
Cova, F. Zappa, and R. Ispasoiu, “Single photon avalanche diodes
�SPADs� for 1.5 �m photon counting applications,” J. Mod. Opt. 54,
283–304 �2007�.

26. I. T. Gram, E. Funkhouser, and L. Tabàr, “The Tabàr classification of
mammographic parenchymal patterns,” Eur. J. Radiol. 24, 131–136
�1997�.

27. D. L. Batchelar, M. T. M. Davidson, W. Dabrowski, and I. A. Cun-
nigham, “Bone-composition imaging using coherent tomography: as-
sessing bone health beyond bone mineral density,” Med. Phys. 33,
904–915 �2006�.
September/October 2009 � Vol. 14�5�7

http://dx.doi.org/10.1186/1741-7015-6-11
http://dx.doi.org/10.1158/1055-9965.EPI-07-2658
http://dx.doi.org/10.1093/jnci/89.8.531
http://dx.doi.org/10.1007/s11912-001-0083-7
http://dx.doi.org/10.1126/science.309.5741.1664
http://dx.doi.org/10.1117/1.2699170
http://dx.doi.org/10.1088/0031-9155/53/23/005
http://dx.doi.org/10.1117/1.2709701
http://dx.doi.org/10.1063/1.2735567
http://dx.doi.org/10.1364/OE.15.014482
http://dx.doi.org/10.1364/AO.28.002331
http://dx.doi.org/10.1364/JOSAA.11.002727
http://dx.doi.org/10.1364/AO.36.000949
http://dx.doi.org/10.1364/AO.37.001256
http://dx.doi.org/10.1364/OE.14.001888
http://dx.doi.org/10.1364/AO.32.003531
http://dx.doi.org/10.1117/1.2085149
http://dx.doi.org/10.1117/1.2085149
http://dx.doi.org/10.1080/09500340600792291
http://dx.doi.org/10.1016/S0720-048X(96)01138-2
http://dx.doi.org/10.1118/1.2179151

