Errata: Fiber-optic temperature profiling for thermal protection system heat shields

Richard J. Black
Joannes M. Costa
Livia Zarnescu
Drew A. Hackney
Behzad Moslehi
Kara J. Peters

Errata: Fiber-optic temperature profiling for thermal protection system heat shields

Richard J. Black, a Joannes M. Costa, a Livia Zarnescu, a Drew A. Hackney, b Behzad Moslehi, a and Kara J. Peters b

aIntelligent Fiber Optic Systems Corporation (IFOS), 2363 Calle Del Mundo, Santa Clara, California 95054, United States
bNorth Carolina State University, Department of Mechanical and Aerospace Engineering, Engineering Building 3, Raleigh, North Carolina 27695, United States

[DOI: 10.1117/1.OE.55.11.119802]

This article [Opt. Eng. 55(11), 114101 (2016)] was originally published on 27 October 2016 with an error in Figs. 6 and 7. The original publication omitted the overlaid equations on these figures, and this has been corrected in the republished version.

The corrected figures appear below.

The paper was corrected online on 13 November 2016. It appears correctly in print.

Fig. 6 Calibration curve for high-temperature FBGs deduced from the results in Fig. 5.

Fig. 7 Temperature versus fractional wavelength shift for two of the FBGs used for the SLA tests.

\[
T^\circ C = 26.9 + 1.58 \times 10^3 (\delta \lambda / \lambda_0) - 1.56 \times 10^7 (\delta \lambda / \lambda_0)^2 + 6.17 \times 10^9 (\delta \lambda / \lambda_0)^3
\]