Front Matter: Volume 10964
Tenth International Conference on Information Optics and Photonics

Yidong Huang
Editor

8–11 July 2018
Beijing, China

Organized by
Chinese Laser Press (China)
Tsinghua University (China)

Technical Cosponsor
The International Society for Optics and Photonics (United States)

Published by
SPIE

Volume 10964
Part One of Two Parts
# Contents

## Authors

### Conference Committee

## Part One

THE 10TH INTERNATIONAL CONFERENCE ON INFORMATION OPTICS AND PHOTONICS

<table>
<thead>
<tr>
<th>Paper ID</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>10964 03</td>
<td>Performance of active pulse shaping of high power multi-pass ring laser amplifier (Invited Paper)</td>
<td>[10964-4]</td>
</tr>
<tr>
<td>10964 04</td>
<td>SnS(_2) nanosheets coated microfiber knot resonator for all-optical control of light functionality with fast response</td>
<td>[10964-5]</td>
</tr>
<tr>
<td>10964 06</td>
<td>High speed large-field-of-view scanning microscopy imaging technology and system implementation</td>
<td>[10964-8]</td>
</tr>
<tr>
<td>10964 09</td>
<td>Determination of the characteristic wavelengths of photoacoustic glucose signals based on interval partial least square algorithm</td>
<td>[10964-12]</td>
</tr>
<tr>
<td>10964 0A</td>
<td>Reliability and manufacturability of 850 nm 50 Gbit/s PAM-4 vertical-cavity surface-emitting lasers</td>
<td>[10964-13]</td>
</tr>
<tr>
<td>10964 0B</td>
<td>Experimental investigations of quality trapezoidal shape PMMA microchannel prepared by CO(_2) laser</td>
<td>[10964-14]</td>
</tr>
<tr>
<td>10964 0C</td>
<td>Discussion and analysis on alignment error model of laser communication</td>
<td>[10964-15]</td>
</tr>
<tr>
<td>10964 0D</td>
<td>Upconversion of communication band light carrying orbital angular momentum using quasi-phase-matching</td>
<td>[10964-16]</td>
</tr>
<tr>
<td>10964 0E</td>
<td>The investigation for the influence of the line-width of probe light on the phase noise of phase-sensitive optical time domain reflectometry</td>
<td>[10964-17]</td>
</tr>
<tr>
<td>10964 0F</td>
<td>Multimode-fiber/scattering-medium computational optical endoscopic imaging based on digital wavefront modulation (Invited Paper)</td>
<td>[10964-19]</td>
</tr>
<tr>
<td>10964 0G</td>
<td>Tunable hybrid optical filter based on a passive cavity for femtosecond lasers</td>
<td>[10964-20]</td>
</tr>
<tr>
<td>10964 0H</td>
<td>Experimental study on protection performance of the plasma array against the NEMP</td>
<td>[10964-21]</td>
</tr>
</tbody>
</table>
Theoretical research on new photoelectric mixing technology based on electro-optical modulation [10964-22]

Fast OMP reconstruction for compressive hyperspectral imaging using joint spatial-spectral sparsity model [10964-25]

Influence of multistage diffraction of grating on imaging quality of a dispersion-compensated polarization Sagnac interferometer [10964-26]

20.38MHz all polarization maintaining figure-of-8 erbium-doped fiber laser based on nonlinear amplifying loop mirror [10964-27]

Nonuniform fringe characteristics of cascaded symmetrically chirped long-period fiber gratings [10964-30]

Polarization changes of beams travelling through anisotropic turbulence for optics transmission [10964-31]

Study on the influence of scanning strategy on the morphology of laser micro-dimple texturing [10964-32]

Scale adaptive correlation filter tracking based on the autocorrelation matrix [10964-33]

Analysis of three dimensional recovery algorithms' influence on the ranging accuracy of Gm-APD Ladar [10964-35]

Quantitative phase imaging using dual-channel Fresnel bi-prism interference microscope [10964-36]

Design of all solid large mode area and nearly zero flattened dispersion microstructure fiber [10964-37]

QoS based optimization of multi-user selection with criterion of SLNR [10964-38]

A fiber ring laser for temperature sensing based on in-fiber Mach-Zehnder interferometer [10964-39]

Characteristics of the calamine analyzed by terahertz time-domain technology [10964-40]

Characteristics of the lapis chloriti analyzed by the terahertz time-domain technology [10964-41]

Cryogenic characteristics of in-fiber Mach-Zehnder interferometers based on EDF and MMF [10964-43]

Study on the phase of interference signal in phase extraction based phase-sensitive optical time domain reflectometry [10964-44]

Slow light via Stimulated Brillouin Scattering in few-mode fibers [10964-45]
Variable bit rate optical communication link between LEO satellite and ground station [10964-47]
Recognition for multiple sources of bioluminescence tomography: a comparative study [10964-48]
Effect of magnetic field confinement on LIBS spectral enhancement and shape [10964-51]
Maskless fabrication of multifocal microlens arrays on silica glass by multi-step laser-tunable wet etching method [10964-52]
Ultra-wide and nearly flat-top gain spectrum in asymmetric quantum-well structure for InGaAs tunable lasers [10964-54]
Silicon Mach-Zehnder modulator using a highly-efficient L-shape PN junction [10964-55]
Phase-shifting digital holography with vortex lens [10964-56]
Interoperation of 400GBASE-LR8 physical interfaces using CFP8 pluggable modules (Invited Paper) [10964-57]
A new approach to generate the optical millimeter-wave signals using frequency 12-tupling without an optical filter [10964-58]
Shell thickness dependent plasmonic resonances in concentric core-shell nanoparticles [10964-60]
All polarization-maintaining, figure-of-9 dispersion-managed Er: fiber laser [10964-61]
High-Q in-plane channel drop filter based on two-dimensional photonic crystals for dense wavelength division multiplexing [10964-62]
Power coupling characteristics of a single mode optical fiber with a rectangular hole [10964-64]
Q-Switched Tm-doped fiber ring laser using Mo$_{0.8}$W$_{0.2}$S$_2$ saturable absorber [10964-67]
Research on surface plasmon resonance sensor based on wavelength and angular combined modulations [10964-68]
QoS evaluation method of optical network based on optical network alarm mega data [10964-69]
Polarization-controllable structure color based on the one-dimension stacked array with polarized absorption peaks [10964-71]
Low loss negative curvature fiber with circular internally tangent nested tube in elliptical tubes [10964-72]
Angular variation measurement of spheroids using defocused interferometric particle imaging [10964-77]
<table>
<thead>
<tr>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>1P</strong></td>
</tr>
<tr>
<td><strong>1R</strong></td>
</tr>
<tr>
<td><strong>1T</strong></td>
</tr>
<tr>
<td><strong>1U</strong></td>
</tr>
<tr>
<td><strong>1V</strong></td>
</tr>
<tr>
<td><strong>1W</strong></td>
</tr>
<tr>
<td><strong>1Y</strong></td>
</tr>
<tr>
<td><strong>1Z</strong></td>
</tr>
<tr>
<td><strong>20</strong></td>
</tr>
<tr>
<td><strong>21</strong></td>
</tr>
<tr>
<td><strong>22</strong></td>
</tr>
<tr>
<td><strong>23</strong></td>
</tr>
<tr>
<td><strong>24</strong></td>
</tr>
<tr>
<td><strong>25</strong></td>
</tr>
<tr>
<td><strong>26</strong></td>
</tr>
<tr>
<td><strong>27</strong></td>
</tr>
<tr>
<td><strong>28</strong></td>
</tr>
<tr>
<td><strong>2B</strong></td>
</tr>
<tr>
<td><strong>2C</strong></td>
</tr>
</tbody>
</table>
10964 2D  Ultra-long focusing of microsphere lens via wavefront reconstruction in microsphere [10964-109]

10964 2E  Dual-wavelength Tm, Ho:LLF laser operating at 1895 and 1950 nm [10964-112]

10964 2F  Imaging through highly scattering media based on optical transmission matrix [10964-113]

10964 2G  Large scale and high resolution color fresnel holographic 3D display using RGB LED illumination [10964-114]

10964 2H  A polarization insensitive infrared filter based on a liquid-crystal Fabry-Perot for electrically tunable spectral imaging [10964-115]

10964 2I  Fast hologram calculation using wavelet transform (Invited Paper) [10964-116]

10964 2J  Light intensification by ceria on the surface of fused silica [10964-117]

10964 2K  The design of two-lens slit spatial filter for high power laser system [10964-118]

10964 2L  Paint removal based thermal stress with a high repetition pulse fiber laser [10964-119]

10964 2M  Analysis of laser-induced damage in optical thin film based on ANSYS [10964-121]

10964 2N  Infrared small target detection using phase spectrum of quaternion fourier transform [10964-122]

10964 2O  Laser cleaning soil rust layer on the surface of ceramic artifacts [10964-123]

10964 2P  Two-step phase retrieval algorithm from single-exposure measurement [10964-124]

10964 2Q  Simulation of different samples size on 2.52THz compressive holographic tomography [10964-125]

10964 2R  Compact waveguide (de)multiplexer based on asymmetric Y-junctions [10964-127]

10964 2S  Broadband light-control-light characteristics of WS₂ on microfiber [10964-128]

10964 2T  A large relative aperture and wide-spectrum star sensor optical lens design [10964-129]

10964 2U  Diagnosis of lichen sclerosus based on multiphoton microscopy [10964-130]

10964 2V  Manipulating electromagnetic wave propagation with negative-zero-positive index magnetic metamaterials [10964-131]

10964 2W  Improving accuracy of high precision displacement measurement system with optical pickup head by using differential astigmatism focus error detection [10964-132]
The ultra-stable microwave based on ultra-stable laser [10964-133]

Anisoplanatic imaging of space target based on multilayer phase screens [10964-134]

Filtering and reduction for 3-dimensional surface modeling of laser line scanning point cloud [10964-135]

Study of RGB-D point cloud registration method guided by color information [10964-137]

Image edge detection based on Sparse Autoencoder network [10964-138]

Quantitative analysis of imaging quality of the segmented planar imaging detector [10964-139]

Asymmetric electromagnetic wave propagation supported by magnetic metamaterials and graded photonic crystals [10964-140]

Application of segmentation threshold method and wavelet threshold denoising based on EMD in Φ-OTDR system [10964-141]

Experimental investigation of laser shock peening on TC17 titanium alloy for thin-wall workpieces [10964-142]

One dimensional photonic crystal/metal structure hollow fiber refractive index sensor based on Tamm plasmon polariton [10964-144]

Propagation properties of elliptically polarized light in one dimensional photonic crystal with a magneto-optical defect layer [10964-147]

A fine-grained recognition model of air targets based on bilayer faster R-CNN with feedback [10964-148]

High-sensitivity temperature optical sensor based on long-period fiber grating [10964-153]

3-Dimensional surface inspection system for pantograph in railway nondestructive testing based on laser line-scanning [10964-156]

Application of spectroscopy in prenatal testing [10964-157]

A blurry low-light image enhancement and deblurring fusion algorithm [10964-158]

Growth, structure and optical properties of ZnSe:Co thin films [10964-161]

Identification of specific histological characteristics of glioblastoma based on multiphoton microscopy [10964-162]

Influence of the evanescent waves on the imaging characteristics of microspheres [10964-164]
Part Two

<p>| 10964 3I | Analysis of fog suppression effect of FMCW laser detection baseline [10964-166] |
| 10964 3J | Fringe pattern generation of three-dimensional shape measurement based on FPGA [10964-167] |
| 10964 3K | Design methods for generating computer hologram based on image quality enhancement (Invited Paper) [10964-168] |
| 10964 3L | The pseudo-diffusive phenomenon in photonic crystals with Dirac cones [10964-169] |
| 10964 3M | A high-precision and small-volume stepping displacement microplatform for focusing ion beam etching of optical antenna [10964-170] |
| 10964 3N | Modified constant modulus algorithm based on constellation matching error with variable weight [10964-171] |
| 10964 3O | A weighted clustering algorithm based on node energy for multi-UAV Ad Hoc networks [10964-172] |
| 10964 3P | Tunable multichannel guided-mode resonance photonic crystal filter [10964-173] |
| 10964 3Q | Time offset measurement of 100 km long fiber link with dual-comb linear optical sampling [10964-174] |
| 10964 3R | Leakage detection and location analysis of tap water pipe based on distributed optical fiber temperature measurement [10964-175] |
| 10964 3S | Air-cooling 60 W Tm:fiber laser and its applications on transparent plastics processing [10964-177] |
| 10964 3T | Optical phase characterization of neuron firing with periodic stimulation [10964-178] |
| 10964 3U | Thin films of high reflectivity for efficient radiative cooling [10964-179] |
| 10964 3V | Study on calibration method of field spectrometer measurement [10964-180] |
| 10964 3W | LIBS spectra automatic baseline correction method based on iterative morphometric weighted penalized least squares [10964-181] |
| 10964 3X | Ultrahigh extinction-ratio circular polarization analyzer with chiral plasmonic lens [10964-182] |
| 10964 3Y | Broad FSR and high sensitivity refractive index sensor using photonic crystal nanobeam cavity with composite lattice cells [10964-183] |
| 10964 3Z | A novel demodulation of chirped fiber Bragg gratings using optical power measurement [10964-188] |</p>
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>40</td>
<td>GPU based real-time enhancement of high resolution image</td>
</tr>
<tr>
<td>41</td>
<td>Derivative method for fast phase imaging in simultaneous dual-wavelength off-axis phase-shifting interferometry</td>
</tr>
<tr>
<td>42</td>
<td>Study on ablation threshold of fused silica glass by femtosecond laser induced backside wet etching</td>
</tr>
<tr>
<td>43</td>
<td>High-repetition-rate cavity dumped Yb:YAG thin disk laser</td>
</tr>
<tr>
<td>45</td>
<td>Non-scanning 3D endoscopic imaging through a multimode optical fiber based on monochromatic transmission matrix</td>
</tr>
<tr>
<td>46</td>
<td>Separation of variables based method for fast calculation of imaging system in lithographic tools</td>
</tr>
<tr>
<td>47</td>
<td>Numerical investigation of scaling of diode pumped metastable rare-gas laser end-pumped, MOPA</td>
</tr>
<tr>
<td>48</td>
<td>Effect of temperature on conversion characteristics of segmented PPLN based wavelength converter</td>
</tr>
<tr>
<td>49</td>
<td>A dual-wavelength phase retrieval method under the interference microscopy imaging</td>
</tr>
<tr>
<td>4B</td>
<td>Liquid-crystal microlens arrays driven addressably by electric-scanning signals</td>
</tr>
<tr>
<td>4C</td>
<td>Measurement and compensation for the chromatic aberration of SG-II 5PW laser system</td>
</tr>
<tr>
<td>4D</td>
<td>Hugely tunable circular dichroism based on phase-change planar chiral metamaterials</td>
</tr>
<tr>
<td>4F</td>
<td>Using blob to analyze image processing method to achieve precision detection of IFU optical fiber microplate</td>
</tr>
<tr>
<td>4G</td>
<td>Computer-aided infrared camouflage effectiveness evaluation method based on image saliency</td>
</tr>
<tr>
<td>4H</td>
<td>Wave-transition contribution to the Faraday effect and Verdet constant</td>
</tr>
<tr>
<td>4I</td>
<td>A modulation classification method based on deformable convolutional neural networks for broadband satellite communication systems</td>
</tr>
<tr>
<td>4J</td>
<td>A multi-regions electrically tunable liquid crystal microlens array for extending the depth of field</td>
</tr>
<tr>
<td>4L</td>
<td>A novel frequency-locked multicarrier generator based on a dual-electrode Mach-Zehnder modulator</td>
</tr>
<tr>
<td>Paper No.</td>
<td>Title</td>
</tr>
<tr>
<td>----------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>10964 4M</td>
<td>Temperature sensing based on phase-to-intensity modulation conversion in fiber Bragg grating</td>
</tr>
<tr>
<td>10964 4N</td>
<td>Modeling and simulation of optical micro-nano-antenna for THz radiation</td>
</tr>
<tr>
<td>10964 4O</td>
<td>Modeling and simulation of electromodulation imaging spectrum based on a MEMS-FP array with a high filling-factor</td>
</tr>
<tr>
<td>10964 4P</td>
<td>Measurement of the coherence of multi-transverse-mode optical field based on liquid crystal spatial light modulator</td>
</tr>
<tr>
<td>10964 4Q</td>
<td>Enhancement for high-luminance objects by a false-color-depth method</td>
</tr>
<tr>
<td>10964 4R</td>
<td>Research on spectral calibration of the hyperspectral irradiance-meter in near-infrared band (900-1700nm)</td>
</tr>
<tr>
<td>10964 4S</td>
<td>Application of wavelet threshold denoising in PMD measurement by fixed analyzer method</td>
</tr>
<tr>
<td>10964 4T</td>
<td>Depolarization degree of picosecond radially polarized beam induced by non-radially symmetrical pumping during power amplification</td>
</tr>
<tr>
<td>10964 4U</td>
<td>Study on cascaded tunable DBR semiconductor laser with wide tuning range and fast switching speed</td>
</tr>
<tr>
<td>10964 4V</td>
<td>High-power VCSEL side pumped 2° wedge angle Nd:YAG repetition rate 1kHz four-pulses sequence picosecond regenerative amplifier</td>
</tr>
<tr>
<td>10964 4W</td>
<td>A simple wideband digital predistortion system based on improved Powell algorithm</td>
</tr>
<tr>
<td>10964 4Y</td>
<td>Femtosecond laser cutting ultra thin fused silica</td>
</tr>
<tr>
<td>10964 4Z</td>
<td>Circular optical phased array for 360° constant amplitude scanning</td>
</tr>
<tr>
<td>10964 50</td>
<td>Monitoring of fiber grating refractive index modulation</td>
</tr>
<tr>
<td>10964 51</td>
<td>High sensitivity temperature sensor based on packaged microdroplet whispering gallery mode resonator</td>
</tr>
<tr>
<td>10964 52</td>
<td>Measurement of response bandwidth of photoelectric detector with low cutoff frequency</td>
</tr>
<tr>
<td>10964 53</td>
<td>Experimental study of static calibration based on atomic- emission double spectrum line temperature measuring</td>
</tr>
<tr>
<td>10964 54</td>
<td>A Brillouin Scattering Spectrum frequency shift extraction based on sparse constrained cross-correlation iterative model</td>
</tr>
<tr>
<td>10964 55</td>
<td>Spectrum effect on output characteristics of wireless energy and data hybrid transmission system using a solar panels</td>
</tr>
<tr>
<td>Page</td>
<td>Title</td>
</tr>
<tr>
<td>------</td>
<td>----------------------------------------------------------------------</td>
</tr>
<tr>
<td>57</td>
<td>Mid-infrared parametric amplification in chalcogenide microstructured fibers</td>
</tr>
<tr>
<td>59</td>
<td>Simultaneous dual-wavelength reconstruction based on low rank mixed-state and phase modulation</td>
</tr>
<tr>
<td>5A</td>
<td>Research on singular value decomposition denoising algorithm on polarization mode dispersion measurement</td>
</tr>
<tr>
<td>5B</td>
<td>Investigation on wall thickness ranges using digital radiography for tangential projection technique</td>
</tr>
<tr>
<td>5C</td>
<td>Using multiphoton microscopy to assess pulmonary emphysema in mouse models</td>
</tr>
<tr>
<td>5D</td>
<td>Full-field stress measurement based on phase-shifting ptychographic iterative engine</td>
</tr>
<tr>
<td>5E</td>
<td>Experiment study of wide range tunable femto-nano joule laser pulse output with flat top profile</td>
</tr>
<tr>
<td>5F</td>
<td>A highly sensitive fluorescence sensor for adrenaline detection based on modified carbon quantum dots</td>
</tr>
<tr>
<td>5G</td>
<td>Three-dimensional measurement system based on structured light and error correction</td>
</tr>
<tr>
<td>5H</td>
<td>Deep fluorescent imaging with large field of view using automatic guide star selection</td>
</tr>
<tr>
<td>5I</td>
<td>Generating and tuning the Fano resonance by graphene oligomers with different nanostructures</td>
</tr>
<tr>
<td>5J</td>
<td>Surface distortion prediction method of KDP frequency converters</td>
</tr>
<tr>
<td>5K</td>
<td>Joint compensation of IQ imbalance and phase noise based on extended Kalman filter</td>
</tr>
<tr>
<td>5L</td>
<td>Optical frequency transfer over 377 km urban fiber link using EDFAs</td>
</tr>
<tr>
<td>5M</td>
<td>Design of a foveated imaging system based on liquid crystal microlens array</td>
</tr>
<tr>
<td>5N</td>
<td>Inspection of polyethylene gas pipe defect based on terahertz time domain spectroscopy</td>
</tr>
<tr>
<td>5O</td>
<td>Feature extraction of Brillouin scattering spectrum based on half-interval search frequency sweep method</td>
</tr>
<tr>
<td>5P</td>
<td>Efficient light trapping in ultrathin-crystalline-silicon solar cells using TiO$_2$ nanosphere arrays</td>
</tr>
<tr>
<td>5Q</td>
<td>Application of BRDF data in stray light analysis</td>
</tr>
</tbody>
</table>
Generation of Hermite-Laguerre-Gaussian beams based on space-variant Pancharatnam Berry phase [10964-274]

Analysis and application of vortex optical characteristics based on Michelson interference [10964-279]

Pilot aided OSNR monitoring in optical Nyquist transmission system [10964-280]

A 2.2J all-diode-pumped Nd:YAG burst-mode laser at repetition rate of 10kHz [10964-284]

Tunable ultra-broadband microwave frequency combs generation using semiconductor laser injected by intensity-modulated light [10964-285]

Enhancing the performance of BOTDA sensing through introducing additional pre-exhausted wavelength [10964-286]

Incoherent digital holography using geometric phase (Invited Paper) [10964-287]

Effective improvement of subtraction method for light sheet fluorescence microscopy via tangent-function subtraction coefficient [10964-289]

Photonic bandgap properties of integral photonic crystals and photonic crystals with defects in polymer [10964-290]

Microwave frequency divider with variable dividing ratio based on a tunable optoelectronic oscillator [10964-291]

20 GHz optical pulse generation based on a 10 GHz optoelectronic oscillator [10964-292]

Role of nanocone and nanohemisphere arrays in improving light trapping of thin-film solar cells [10964-293]

Graphene enhanced phase sensitive D-type fiber optic sensor [10964-294]

X-ray phase-contrast imaging using cascade Talbot-Lau interferometers [10964-296]

Experimental study of magneto-acousto-electrical tomography based on laser-generated ultrasound technology [10964-297]

Frequency-resolved photoacoustic viscosity measurement [10964-298]

Low-energy IR780 nanoemulsion for photodynamic therapy [10964-299]

Application of hyperspectral imaging technology in nondestructive testing of fruit quality [10964-304]

Enhanced performance of high-speed IM/DD DMT systems using an EM channel estimation algorithm for short reach optical communication [10964-305]
<table>
<thead>
<tr>
<th>Page</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>6G</td>
<td>Cell imaging with squaraine dye based on two-photon excitation fluorescence imaging [10964-306]</td>
</tr>
<tr>
<td>6H</td>
<td>Non-reciprocity induced by the nonlinear optical effect in microring structure and its application in optical sensing [10964-308]</td>
</tr>
<tr>
<td>6I</td>
<td>Study of the internal hollow structures fabricated with two typical femtosecond laser systems and their respective applications [10964-309]</td>
</tr>
<tr>
<td>6J</td>
<td>Hyperspectral imaging of rare-earth doped nanoparticles emitting in near- and short-wave infrared regions [10964-310]</td>
</tr>
<tr>
<td>6L</td>
<td>Synthesis and luminescent properties of rare earth doped upconversion nano-fluorapatite [10964-312]</td>
</tr>
<tr>
<td>6M</td>
<td>Photonics-based dual-band RF receiver with large crosstalk suppression [10964-313]</td>
</tr>
<tr>
<td>6N</td>
<td>Overlapped fingerprint image capture and separation using digital holography and machine learning (Invited Paper) [10964-316]</td>
</tr>
<tr>
<td>6O</td>
<td>A biologically inspired solution for allocation problems of branch-cuts [10964-317]</td>
</tr>
<tr>
<td>6P</td>
<td>See-through near-eye display using lightguide and transmissive type optical eyepiece: index-matched anisotropic crystal lens [10964-320]</td>
</tr>
<tr>
<td>6Q</td>
<td>Opto-acousto-fluidic microscopy for three-dimensional imaging of droplets and cells [10964-322]</td>
</tr>
<tr>
<td>6S</td>
<td>Enhancement of plasma resonance in a Hi-Bi D-shaped photonic crystal fiber SPR sensor [10964-325]</td>
</tr>
<tr>
<td>6X</td>
<td>The study of the intracellular transportation of gold nanoparticles through dark field imaging [10964-331]</td>
</tr>
</tbody>
</table>
Authors

Numbers in the index correspond to the last two digits of the seven-digit citation identifier (CID) article numbering system used in Proceedings of SPIE. The first five digits reflect the volume number. Base 36 numbering is employed for the last two digits and indicates the order of articles within the volume. Numbers start with 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, 0A, 0B...0Z, followed by 10-1Z, 20-2Z, etc.

Abuduweili, Abulikemu, 3Q
Albalawi, Ali, 57
An, Yan, 0C
Anderson, Jon, 1B
Ang, L.-K., 67
Ba, Dexin, 2C
Ba, Qingtao, 2V, 34
Bai, Lianfa, 1Z
Bai, Xingyu, 4F
Bai, Yang, 52
Bian, Fei, 66
Bu, Yuming, 0I
Burwood, George W. S., 1R
Cai, Wei, 4H
Cao, Guixing, 0V, 28, 3O
Cao, Guixing, 4I, 4W
Cao, Juntao, 5K
Cao, Minghua, 12
Cao, Nan, 57
Cao, Shiying, 2X
Cao, Xin, 15
Cao, Yaoyu, 4M, 6H
Cao, Yuming, 3Q
Chen, Changming, 2R
Chen, Deying, 5Y
Chen, Guangcan, 4M, 6H
Chen, Guannan, 3D, 3E
Chen, Guowei, 2S
Chen, Jianping, 19
Chen, Jingbiao, 64, 65
Chen, Juntao, 2J, 2M
Chen, Keyan, 06
Chen, Longsheng, 0H, 21
Cheng, Bei, 5D
Chen, Qian, 2N, 39
Chen, Qianwen, 2P
Chen, Rong, 3D
Chen, Rongli, 0J
Chen, Tao, 3H
Chen, Tao, 6I
Chen, Wang, 21
Chen, Weibiao, 14
Chen, Weiliang, 2X
Chen, Wenjiao, 6M
Chen, Xiangfei, 4U
Chen, Xiaogang, 51
Chen, Xiaoyu, 1Z
Chen, Xing, 3Q
Chen, Yanping, 3E
Chen, Xiyuan, 5C
Chen, Yunteng, 5E
Chen, Yuqing, 5R
Chen, Zhangyuan, 64, 65
Chen, Zhaoye, 04, 26, 2S
Chen, Zhida, 3G, 5C
Cheng, Bei, 5D
Cheng, Chen, 2E
Cheng, Kuanhong, 40
Cheng, Xiaopeng, 4G
Cho, Jaebum, 6N
Choi, KiHong, 61
Chu, Xiuxiu, 1Z
Chu, Yalei, 5A
Cui, Dongmei, 42
Cui, Ziruo, 4C
Dai, Enwen, 14
Dai, Shaoyang, 2X
Dai, Xiaowen, 1T, 1U, 1V, 2H, 3M, 4B, 5M
Dai, Xin, 5R
Dang, Anhong, 0O
Deng, Xue, 5L
Ding, Guanxian, 6A
Ding, Jianping, 3X
Ding, Liyun, 5F
Ding, Qi, 6F
Ding, Rui, 2B, 3O
Ding, Xiang, 20
Dong, Daxing, 4D
Dong, Jianguo, 04, 26, 2S
Dong, Keyan, 0C
Dong, Ruifeng, 0G, 5L
Dong, Shikui, 1L
Dong, Shuxiang, 06
Dong, Tingting, 1M
Dong, Xue, 59
Dong, Zhong, 2E
Liu, Wenli, 20
Liu, Wenqing, 6E
Liu, Xin, 2D
Liu, Xin, 35
Liu, Xin, 69
Liu, Xing, 6E
Liu, Xinyu, 5G
Liu, Xu, 62
Liu, Xuecheng, 4Z
Liu, Xuesheng, 0A
Liu, Xueying, 25
Liu, Yancong, 0P
Liu, Yang, 0H, 21
Liu, Yingwei, 32
Liu, Youwen, 4D
Liu, Zhixiang, 5Y
Liu, Zhonglun, 1U, 2H
Long, Sichen, 47
Lu, Changwen, 5Q
Lu, Chunlian, 4F
Lu, Dan, 4M, 6H
Lu, Huihui, 04, 26, 2S
Lu, Jingqi, 0T
Lu, Peng, 0T
Lu, Qing, 0H, 21
Lu, Qizhu, 5P
Lu, S., 3S
Lu, Shaowen, 14
Lu, W., 18
Lu, Xinghua, 03
Lu, Xu, 5V
Lu, Ying, 36
Lu, Yu, 1P
Lu, Zhan, 1P
Lu, Zhiwei, 2C
Lue, Q. T., 3S
Luo, Lin, 22, 3J, 5B
Luo, Qinli, 2V, 34
Luo, Yi, 4Z
Luo, Yufei, 00
Luo, YunHan, 04, 26, 2S
Luo, Zewei, 1J
Lv, Pei, 0J
Lv, Zhaochen, 0A
Ma, Chunliang, 4U
Ma, Fu, 35
Ma, Lin, 33
Ma, Xingchao, 1G
Ma, Y., 0X, 0Y
Mao, Heng, 06
Meng, Fanchao, 0U, 1M
Meng, Junjie, 1T, 3M
Meng, Lingjie, 11
Meng, Xiangyue, 2T
Meng, Zhou, 0E, 11
Min, Sung-Wook, 61
Moon, Seokil, 6P
Ni, Pengcheng, 5V
Ning, Yu, 0D
Niu, Lilei, 1U, 1V, 4B, 4N, 4O
Niu, Xiaoyuan, 5G
Nuttall, Alfred L., 1R
O’Neil, Jason, 1B
Ohulchanskyy, Tymish Y., 6J
Ou, Yan, 17
Pan, Jiang, 6O
Pan, Shilong, 6M
Pan, Xingchen, 59
Pan, Yong, 3F
Pan, Yucheng, 5G
Pei, Guoqing, 5J
Peng, Gangding, 65
Peng, Guangwei, 4L
Peng, Hongpan, 4T
Peng, Huanfa, 64, 65
Peng, Jianping, 3C, 5B
Peng, Kai, 6L
Peng, Shaoxiang, 6D
Peng, Ziru, 3J
Pi, Dapu, 3K
Pudvay, Daniel, 1B
Qian, Jinwen, 17
Qian, Jinxu, 0V
Qian, Jixi, 4I, 4W
Qiao, Hongchao, 36
Qin, Y. L., 24
Qin, Yingxiong, 47
Qing, Yuan, 1M
Qiu, Shi, 0U, 1M
Qiu, Song, 5U
Qiu, WeiBin, 5I
Qiu, Wentao, 04, 26, 2S
Qu, Jun-Le, 6B, 6C, 6G, 6J, 6X
Ran, Lingling, 0W, 10
Ren, Ge, 0D
Ren, H. L., 24
Ren, JunBo, 5I
Ren, Kan, 2N, 39
Ren, Lin, 63
Ren, Liyong, 0F, 2F, 45
Ren, Long, 3W
Ren, Shuai, 4D
Ren, Xiaomin, 5A
Ren, Xueqiao, 25
Ren, Yuan, 5U
Ren, Zhong, 09
Ruan, Jun, 52
Sha, Yuyang, 4S
Shan, Liang, 06
Shao, Qiongling, 5U
Sheng, Liwen, 2C
Shi, Junru, 52
Shi, Xin, 5H
Shi, Yi-Wei, 37
Shi, Yuechun, 4U
Shimobaba, Tomoyoshi, 2I
Si, Ke, 5H
Song, Renkang, 6O
Song, Yishuo, 0I, 3I
Song, Yuchen, 5E
Su, Xueqiong, 3F
Su, Yujing, 0C
Sun, Boyu, 36
Sun, Changzheng, 4Z
Sun, Chunyang, 48
Sun, Jianfeng, 14
Sun, Jinlu, 1O
Sun, Melzhi, 4C
Sun, Rui, 2E
Sun, Teng, 5E
Sun, Tengfei, 0T
Sun, Weimin, 4F
Sun, Xiaohong, 6S
Su, Yujing, 0C
Sun, Xiaoqiang, 2R
Sun, Xiaoyan, 42, 4Y
Sun, Yongkai, 3W
Taccheo, Stefano, 57
Tan, Wei, 40
Tang, Xiahui, 47
Tao, Bo, 46
Tao, Jun, 04, 26
Tao, Louis, 06
Tao, Ying, 0V, 28, 3O, 4I, 4W
Tian, Feng, 22, 3N, 4L, 54, 5O, 60
Tian, Fupeng, 26
Tian, Huiping, 3Y
Tang, W. C., 0X, 0Y
Tang, Wenqing, 54, 5O, 60
Tang, Xiaohui, 47
Tao, Bo, 46
Tao, Jun, 04, 26
Tao, Louis, 06
Tao, Ying, 0V, 28, 3O, 4I, 4W
Tian, Feng, 22, 3N, 4L, 54, 5O, 60
Tian, Fupeng, 26
Tian, Huiping, 3Y
Tang, Qinghua, 0V, 22, 28, 3N, 3O, 4I, 4L, 4W, 54
Tang, Shoufeng, 55
Vo, Quang Sang, 2W
Wan, Jing, 1P
Wan, Minjie, 2N
Wang, Anzhi, 4F
Wang, Bing, 0H, 21
Wang, Bo, 22
Wang, Chao, 3Y
Wang, Chen, 5U
Wang, Chenbo, 5P, 66
Wang, Cheng, 1P
Wang, Dan, 5L
Wang, Daobin, 12
Wang, Dashuai, 55
Wang, Dong, 2P
Wang, Dong, 3U
Wang, Dongfei, 1C
Wang, Dongye, 12
Wang, Fei, 2M
Wang, Fei, 2R
Wang, Fengge, 3H
Wang, Haiwei, 1T, 1U, 1V, 1W, 23, 2H, 3M, 4B, 4J, 4N, 4O, 5M
Wang, Haiyan, 5P, 66
Wang, Hongyan, 0D
Wang, Hui, 2G
Wang, Hui, 5J
Wang, Huiqin, 12
Wang, Huiying, 1U, 1V, 4B
Wang, Jiagui, 39
Wang, Jian, 4Z
Wang, Jian, 5P, 66
Wang, Jianfei, 0E, 11
Wang, Jiangfeng, 03
Wang, Jiangguo, 3H
Wang, Jin, 3A
Wang, Junli, 55
Wang, Kelin, 25
Wang, Lai, 4Z
Wang, Li, 3A, 3F
Wang, Lutang, 5Z
Wang, Meiling, 2V, 34
Wang, Meiqin, 2P
Wang, Muquang, 6F
Wang, Penghui, 0S
Wang, Qiang, 1B
Wang, Qiang, 3R, 5N
Wang, Ruikang, 1R
Wang, Shu, 2U, 3G
Wang, Shuai, 6S
Wang, Shishun, 1W, 23
Wang, Tingting, 35
Wang, Tong, 55
Wang, Wei, 0U
Wang, Wen, 4F
Wang, Xiaolei, 1O
Wang, Xiaoli, 2S
Wang, Xiaona, 62
Wang, Xiaowan, 23
Wang, Xiaoqing, 3H
Wang, Xiaorui, 2D, 33
Wang, Xiaoyan, 55
Wang, Tingting, 35
Wang, Xuelei, 55
Wang, Yajun, 0J
Wang, Yifan, 2T
Wang, Yawei, 41, 49
Wang, Ying, 0V
Wang, Yuxin, 55
Wang, Yuxuan, 3L
Wang, Yong, 2B
Wang, Yingjun, 22, 3N, 4L, 54, 5G, 5O, 60
Wang, Yuan, 26
Wang, Yuanxin, 55
Wang, Yue, 6L
Wang, Yulong, 0B
Wang, Zeqing, 57
Wang, Zhiyong, 0A
Zhu, Ping, 4C
Zhu, Qiong, 49
Zhu, Ren, 14
Zhu, Weizhen, 1M
Zhu, Wenguo, 04, 26, 2S
Zhu, Xiaoqin, 2U
Zhu, Xiao-Song, 37
Zhu, Yeqing, 3U
Zhu, Yuanna, 57
Zhu, Yushuang, 4M, 6H
Zhu, Yuyao, 2N
Zhuang, Bin, 0F, 2F, 45
Zhuang, Xuye, 4Y
Zhuang, Yuyang, 1F
Zhuo, Zhuang, 0T
Ziniuk, Roman, 6J
Zou, Peng, 6L
Zou, Zhengpeng, 4U
Zscherpel, Uwe, 5B
Zuo, Jiancun, 6H
Conference Committee

Conference Chairs

Bingkun Zhou, Tsinghua University (China)
Dieter Bimberg, Technische Universität Berlin (Germany)

Technical Program Chairs

Xiaoyi Bao, University of Ottawa (Canada)
Cunzheng Ning, Tsinghua University (China) & Arizona State University (United States)
Wolfgang Osten, Universität Stuttgart (Germany)

Local Chair

Yidong Huang, Tsinghua University (China)

Session Chairs

1 Photonic Integration and Optical Interconnect
Daoxin Dai, Zhejiang University (China)
Xue Feng, Tsinghua University (China)
Graham Reed, University of Southampton (United Kingdom)

2 Advanced Fiber Optics & Sensing Technology
Wei Jin, The Hong Kong Polytechnic University, (Hong Kong, China)
Tiegen Liu, Tianjin University (China)
Young-Geun Han, Hanyang University (Republic of Korea)

3 Advanced Fiber Optics & Sensing Technology
Qingming Luo, Huazhong University of Science and Technology (China)
Junle Qu, Shenzhen University (China)
Ling Fu, Huazhong University of Science and Technology (China)
Ruikang (Ricky) Wang, University of Washington (United States)
Liangzhong Xiang, University of Oklahoma (United States)
Liwei Liu, Shenzhen University (China)

4 Optical Design and Optical Precision Measurement
Rihong Zhu, Nanjing University of Science and Technology (China)
Sen Han, University of Shanghai for Science and Technology (China)
Robert A. Norwood, University of Arizona (United States)
Hua Shen, Nanjing University of Science and Technology (China)
5 Optical Communications and Networks
Xiangjun Xin, Beijing University of Posts and Telecommunications (China)
Zhaohui Li, Sun Yat-sen University (China)
Duk Yong Choi, The Australian National University (Australia)

6 Optical Imaging and Holography
Jianlin Zhao, Northwestern Polytechnical University (China)
Liangcai Cao, Tsinghua University (China)
Ting-Chung Poon, Virginia Tech (United States)
Jianglei Di, Northwestern Polytechnical University (China)

7 Plasmonics and Metamaterials
Tiejun Cui, Southeast University (China)
Fang Liu, Tsinghua University (China)
Din Ping Tsai, Research Center for Applied Sciences, Academia Sinica
(Taipei, China)

8 Lasers and Nonlinear Optics
Xueming Liu, Zhejiang University (China)
Qiang Liu, Tsinghua University (China)
Nail Akhmediev, The Australian National University (Australia)
Shanhui Xu, South China University of Technology (China)
Pu Zhou, National University of Defense Technology (China)

9 Quantum Optics and Quantum Information Technology
Wei Zhang, Tsinghua University (China)
Xiaosong Ma, Nanjing University (China)

10 Laser Micro-Nano Processing and Fabrication
Hongbo Sun, Tsinghua University (China)
Feng Chen, Shandong University (China)
Peter Kazansky, University of Southampton (United Kingdom)
Dong Wu, University of Science and Technology of China (China)

11 Microwave Photonics
Xiaoping Zheng, Tsinghua University (China)
Shilong Pan, Nanjing University of Aeronautics and Astronautics (China)
Thas A Nirmalathas, University of Melbourne (Australia)
Xihua Zou, Southwest Jiaotong University (China)
Yitang Dai, Beijing University of Posts and Telecommunications (China)
12 Advanced Fiber Optics & Sensing Technology
Limin Tong, Zhejiang University (China)
Cunzheng Ning, Tsinghua University (China) & Arizona State University (United States)
Xiaodong Xu, University of Washington (United States)
Wei Fang, Zhejiang University (China)

13 Cavity Optomechanics
Chunhua Dong, University of Science and Technology of China (China)
Kaiyu Cui, Tsinghua University (China)