## Contents

### SILICON PHOTONICS

11556 03 | Strain-enhanced Ge epitaxial layer on Si-on-quartz wafer for near-infrared photonic devices [11556-1]
11556 04 | High sensitivity and ultra-compact liquid sensor based on a ring resonator with a CMOS-compatible hybrid plasmonic waveguide [11556-2]
11556 05 | CMOS-compatible low stress silicon nitride films for photonic integration [11556-3]
11556 06 | Compact and low loss silicon TM-pass polarizer using a subwavelength-grating based asymmetrical directional coupler [11556-4]

### SURFACE PLASMONS

11556 0C | Interrogation of a plasmonic nanoantenna with a phase-shifted Bragg grating waveguide configuration [11556-11]

### METAMATERIALS

11556 0I | Digital electronic neural networks with analog nanophotonic frontends: a numerical study [11556-17]

### POSTER SESSION

11556 0L | Performance evaluation experiments on scanning probe microscope [11556-20]
11556 0M | Design and parameter optimization of two-dimensional waveguide coupler [11556-22]
11556 0N | Study on silicon photonic devices for photonic neural network [11556-23]
11556 0Q | Double tunable micro-ring enhanced Fourier transform spectrometer [11556-26]
11556 0T | Form of the resonant reflection (transmission) line of optically thin dielectric gratings with different filling coefficients [11556-29]
11556 0V | All-biomaterial whispering-gallery-mode microbottle resonator [11556-31]
Introducing negative effective radius variations to control whispering gallery modes propagating on optical fibers [11556-35]

Pitch rotation of hexagonal microparticle using single beam thermo-optical tweezers [11556-38]