Fiber Lasers XIV: Technology and Systems

Craig A. Robin
Ingmar Hartl
Editors

30 January – 2 February 2017
San Francisco, California, United States

Sponsored by
SPIE

Cosponsored by
NKT Photonics A/S (Germany)
Laser-Femto, Inc. (United States)

Published by
SPIE

Volume 10083
The papers in this volume were part of the technical conference cited on the cover and title page. Papers were selected and subject to review by the editors and conference program committee. Some conference presentations may not be available for publication. Additional papers and presentation recordings may be available online in the SPIE Digital Library at SPIEDigitalLibrary.org.

The papers reflect the work and thoughts of the authors and are published herein as submitted. The publisher is not responsible for the validity of the information or for any outcomes resulting from reliance thereon.

Please use the following format to cite material from these proceedings:


ISSN: 0277-786X
ISSN: 1996-756X (electronic)
ISBN: 9781510606074

Published by
SPIE
P.O. Box 10, Bellingham, Washington 98227-0010 USA
Telephone +1 360 676 3290 (Pacific Time) · Fax +1 360 647 1445
SPIE.org

Copyright © 2017, Society of Photo-Optical Instrumentation Engineers.

Copying of material in this book for internal or personal use, or for the internal or personal use of specific clients, beyond the fair use provisions granted by the U.S. Copyright Law is authorized by SPIE subject to payment of copying fees. The Transactional Reporting Service base fee for this volume is $18.00 per article (or portion thereof), which should be paid directly to the Copyright Clearance Center (CCC), 222 Rosewood Drive, Danvers, MA 01923. Payment may also be made electronically through CCC Online at copyright.com. Other copying for republication, resale, advertising or promotion, or any form of systematic or multiple reproduction of any material in this book is prohibited except with permission in writing from the publisher. The CCC fee code is 0277-786X/17/$18.00.

Printed in the United States of America.

Publication of record for individual papers is online in the SPIE Digital Library.

SPIE DIGITAL LIBRARY
SPIEDigitalLibrary.org

Paper Numbering: Proceedings of SPIE follow an e-First publication model. A unique citation identifier (CID) number is assigned to each article at the time of publication. Utilization of CIDs allows articles to be fully citable as soon as they are published online, and connects the same identifier to all online and print versions of the publication. SPIE uses a seven-digit CID article numbering system structured as follows:

- The first five digits correspond to the SPIE volume number.
- The last two digits indicate publication order within the volume using a Base 36 numbering system employing both numerals and letters. These two-number sets start with 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, 0A, 0B ... 0Z, followed by 10-1Z, 20-2Z, etc. The CID Number appears on each page of the manuscript.
Contents

ix Authors
xiii Conference Committee

SESSION 1 ULTRAFAST FIBER LASERS AND AMPLIFIERS I

10083 02 12 mJ pulse energy 8-channel divided-pulse ultrafast fiber-laser system [10083-1]

SESSION 2 ULTRAFAST FIBER LASERS AND AMPLIFIERS II

10083 08 Divided-pulse amplification with fiber-coupled electro-optic modulators [10083-7]
10083 09 MW peak power diffraction limited monolithic Yb-doped tapered fiber amplifier [10083-8]
10083 0A Figure-of-eight bismuth doped fiber laser operating at 1.3 microns in dissipative soliton regime [10083-9]

SESSION 3 THULIUM DOPED FIBER LASERS AND AMPLIFIERS I

10083 0B High-average power 4 GW pulses with sub-8 optical cycles from a Tm-doped fiber laser driven nonlinear pulse compression stage [10083-10]
10083 0C Towards sub-100 fs multi-GW pulses directly emitted from a Thulium-doped fiber CPA system [10083-11]
10083 0D Self-protecting nonlinear compression in a solid fiber for long-term stable ultrafast lasers at 2 μm wavelength [10083-12]
10083 0F Mode-locked tunable thulium-doped fiber laser [10083-14]

SESSION 4 THULIUM DOPED FIBER LASERS AND AMPLIFIERS II

10083 0G 1940 nm all-fiber Q-switched fiber laser [10083-15]
10083 0H Simulation and design of a multistage 10W thulium-doped double clad silica fiber amplifier at 2050nm [10083-16]
10083 0I Design optimization of Tm-doped large-mode area fibers for power scaling of 2 μm lasers and amplifiers [10083-17]
10083 0J Extreme temperature operation of thulium-doped silica fiber lasers [10083-18]
### Nonlinear processes associated with the amplification of MHz-linewidth laser pulses in single-mode Tm:fiber [10083-19]

### Linewidth-narrowed 2-μm single-frequency fiber laser based on stimulated Brillouin scattering effect [10083-20]

### SESSION 5  MODE INSTABILITY

- **The impact of core co-dopants on the mode instability threshold of high-power fiber laser systems** [10083-22]
- **Controlling mode instabilities at 628 W average output power in an Yb-doped rod-type fiber amplifier by active modulation of the pump power** [10083-24]
- **Virtual long term testing of high-power fiber lasers** [10083-25]
- **Experimental investigation of transverse mode instabilities in a double-pass Yb-doped rod-type fiber amplifier** [10083-26]

### SESSION 6 HIGH POWER YB-DOPED FIBER LASERS AND AMPLIFIERS I

- **The first experimental observation of long-term mode degradation in high peak power Yb-doped amplifiers** [10083-28]
- **SBS suppression and coherence properties of a flat top optical spectrum in a high power fiber amplifier** [10083-30]

### SESSION 7 HIGH POWER YB-DOPED FIBER LASERS AND AMPLIFIERS II

- **Optimizing the noise characteristics of high-power fiber laser systems** [10083-31]
- **Power scaling of a hybrid microstructured Yb-doped fiber amplifier** [10083-32]
- **3 kW single stage all-fiber Yb-doped single-mode fiber laser for highly reflective and highly thermal conductive materials processing** [10083-33]

### SESSION 8 NOVEL FIBER DESIGN AND MATERIALS

- **~1 kilowatt Ytterbium-doped all-solid photonic bandgap fiber laser** [10083-36]
- **Design and characterisation of SRS filtering optical fibre for pulsed fibre laser beam delivery** [10083-37]
- **Three layer fiber with high stimulated Brillouin scattering threshold** [10083-38]
- **Yb-doped large mode area tapered fiber with depressed cladding and dopant confinement** [10083-39]
<table>
<thead>
<tr>
<th>Page</th>
<th>Session</th>
<th>Title</th>
</tr>
</thead>
<tbody>
<tr>
<td>15</td>
<td>9</td>
<td>Numerical optimisation of pump absorption in doped double-clad fiber with transverse and longitudinal perturbation [10083-40]</td>
</tr>
<tr>
<td>16</td>
<td>10</td>
<td>All normal dispersion fiber with large mode area at 2 micron wavelength [10083-41]</td>
</tr>
<tr>
<td></td>
<td>10</td>
<td><strong>SESSION 9 ADVANCES IN INFRARED FIBERS</strong></td>
</tr>
<tr>
<td>17</td>
<td>9</td>
<td>Recent progress in 3 micron class dysprosium-doped fluoride fiber lasers (Best Student Paper Award) [10083-42]</td>
</tr>
<tr>
<td>18</td>
<td>9</td>
<td>High power, ultra-broadband supercontinuum source based on highly GeO2 doped silica fiber [10083-43]</td>
</tr>
<tr>
<td>19</td>
<td>9</td>
<td>Coherent combining of fiber-laser-pumped 3.4 ( \mu )m frequency converters [10083-44]</td>
</tr>
<tr>
<td></td>
<td>10</td>
<td><strong>SESSION 10 TUNABLE FIBER LASER SOURCES</strong></td>
</tr>
<tr>
<td>1C</td>
<td>10</td>
<td>Pulse-to-pulse wavelength switching of diode based fiber laser for multi-color multi-photon imaging [10083-47]</td>
</tr>
<tr>
<td>1E</td>
<td>10</td>
<td>All-fiber optical parametric oscillator for bio-medical imaging applications [10083-49]</td>
</tr>
<tr>
<td></td>
<td>11</td>
<td><strong>SESSION 11 SHORT PULSE FIBER AMPLIFIERS</strong></td>
</tr>
<tr>
<td>1F</td>
<td>11</td>
<td>High peak-power fiber laser based on a non filamented-core fully-aperiodic large pitch fiber [10083-50]</td>
</tr>
<tr>
<td>1G</td>
<td>11</td>
<td>Short-pulse MOPA fiber laser with kilowatt average power and multi-megawatt peak power, applying advanced XLMA fiber amplifiers [10083-51]</td>
</tr>
<tr>
<td>1H</td>
<td>11</td>
<td>Picosecond MOPA with ytterbium doped tapered double clad fiber [10083-52]</td>
</tr>
<tr>
<td>1I</td>
<td>11</td>
<td>Realization and optimization of a 1 ns pulsewidth multi-stage 250 kW peak power monolithic Yb doped fiber amplifier at 1064 nm [10083-53]</td>
</tr>
<tr>
<td></td>
<td>12</td>
<td><strong>SESSION 12 ERBIUM DOPED FIBER LASERS AND AMPLIFIERS</strong></td>
</tr>
<tr>
<td>1K</td>
<td>12</td>
<td>High energy 1.5 ( \mu )m 3-color pulsed fiber laser with high coherence length and precise wavelength control for LIDAR applications [10083-55]</td>
</tr>
<tr>
<td>1L</td>
<td>12</td>
<td>115 W, 10 GHz, femtosecond pulses from a very-large-mode-area Er-doped fiber amplifier [10083-56]</td>
</tr>
<tr>
<td>1N</td>
<td>12</td>
<td>High power pump source at 1535 nm based on multimode Er-doped fiber [10083-58]</td>
</tr>
<tr>
<td>1O</td>
<td>12</td>
<td>Experimental and numerical analysis of high power Er:Yb co-doped fiber amplifiers [10083-59]</td>
</tr>
</tbody>
</table>
SESSION 13  FIBER CHARACTERIZATION

10083 1T  Photodarkening kinetics in a high-power YDFA versus CW or short-pulse seed conditions [10083-64]

SESSION 14  FIBER LASERS AND AMPLIFIERS I

10083 1V  Spontaneous laser-line sweeping in Ho-doped fiber laser [10083-66]
10083 1X  High power white super-continuum fiber laser and white super-continuum beam combiner [10083-68]

SESSION 15  FIBER LASERS AND AMPLIFIERS II

10083 1Y  Investigation of self-phasing dynamics in a Q-switched passively coupled two-gain-element fiber laser array [10083-69]
10083 20  All-fiber widely tunable 2 μm fiber laser [10083-71]
10083 21  Ring mirror fiber laser gyroscope [10083-72]

POSTER SESSION

10083 22  Dual wavelength SOA based fiber ring laser [10083-73]
10083 23  A switchable fiber laser based on an all-fiber Fabry-Perot filter [10083-74]
10083 24  Tunable and non-reciprocal dual-wavelength SOA-fiber ring laser [10083-75]
10083 25  Compact, highly efficient, athermal, 25W, 2051nm Tm-fiber based MOPA for CO₂ trace-gas laser space transmitter [10083-76]
10083 26  Thulium-doped fiber laser using two FOLMs with a high birefringence fiber in the loop [10083-77]
10083 27  Investigation of ASE and SRS effects on 1018nm short-wavelength Yb³⁺-doped fiber laser [10083-78]
10083 29  Mode locking of a fibre laser with a matrix-less carbon nanotube film [10083-80]
10083 2A  Mode instability in a Yb-doped stretched core fiber [10083-81]
10083 2B  Selective generation of two pulse modes in a single all normal dispersion fiber laser oscillator and analysis of their optical characteristics [10083-82]
10083 2C  Narrow line width semiconductor optical amplifier based random laser [10083-83]
10083 2E  Laser stimulated grain growth in 304 stainless steel anodes for reduced hydrogen outgassing [10083-85]
10083 2F  TruMicro Series 2000 sub-400 fs class industrial fiber lasers: adjustment of laser parameters to process requirements [10083-86]

10083 2G  A method for determining the direction of rotation in ring laser gyroscope based on fiber ring cavity and semiconductor optical amplifier [10083-87]

10083 2H  Experimental study on all Yb-doped photonic crystal fiber laser [10083-88]
Authors

Numbers in the index correspond to the last two digits of the seven-digit citation identifier (CID) article numbering system used in Proceedings of SPIE. The first five digits reflect the volume number. Base 36 numbering is employed for the last two digits and indicates the order of articles within the volume. Numbers start with 00, 01, 02, 03, 04, 05, 06, 07, 08, 09, 0A, 0B...0Z, followed by 10-1Z, 20-2Z, etc.

Abdulfattah, Ali, 0K
Afonasiev, F. V., 0A
Afifi, Abdelrahman E., 21
Ahmad, R., 1L
Ahmadi, P., 0G
Aleshkina, Svetlana S., 09, 0T
Álvarez-Tamayo, R. I., 26
An, Na, 1X
Anashkina, Elena A., 09
Anderson, Brian M., 0V, 0X
Andrianov, Alexey V., 09
Aubrecht, Jan, 1V
Back, T. C., 2E
Bai, Xiaolei, 0L, 27
Bang, Ole, 18
Barcelata-Pinzon, A., 26
Becker, F., 0Q
Beike, S., 0Q
Benoit, A., 1F
Blömker, Torben, 1C
Bobkov, Konstantin K., 09, 0T
Bodnar, Nathan, 0K
Boivin, M., 14
Bouillet, Johan, 1T
Bourdons, P., 19
Bradford, Joshua, 0K
Bravo-Huerta, E., 26
Bubnov, Mikhail M., 09, 0T, 13, 1N
Budnicki, Aleksander, 2F
Cahay, M. M., 2E
Cang, Xuelong, 2H
Cao, Kang, 1X
Carter, A., 0I
Chamorovskii, Yuri, 1H
Chan, Jaclyn S., 12
Chiang, Hung-Sheng, 1Y
Choi, M., 2E
Chuang, Ti, 25
Codemard, Christophe A., 12, 15
Conray, M., 0I
Creeden, Daniel J., 0J, 0O
Dabhi, H., 0I
Dajani, Iyad, 0V, 0X, 11
Darwich, D., 1F
Dauliat, R., 1F
Denisov, Alexander N., 09
DeSantolo, A., 1K, 1L
Desbiens, L., 14
Dianov, E. M., 0A
Diekamp, Holger, 2F
Dinger, R., 1G
Dong, Liang, 11
Du Jeu, Rémi, 1F
Durán Sánchez, M., 26
Durécu, A., 19
Edgecumbe, J., 0I
Ehrenreich, Thomas, 0X
El-Bi, Matthias, 1C
Eidam, Tino, 1E
Emaury, Florian, 0W
Engin, Doruk, 25
Estrada, A., 0G
Estudillo-Ayala, J. M., 23
Fairchild, S. B., 2E
Fang, Qiang, 27
Farley, K., 0I
Filippov, Valery, 1H
Flees, Angel, 0V
Frank, Milan, 1V
Fu, Jian, 2H
Fu, Shijie, 0L, 27
Gaida, Christian, 0B, 0C, 0D
Ge, Tingwu, 1X
Gebhardt, Martin, 0B, 0C, 0D
Gladush, Yuri, 29
Golant, Konstantin, 1H
Gorman, Philip M., 12
Gortat, D., 2E
Gottschalk, Thomas, 02, 1E
Grimm, S., 1F
Gruen, G. J., 2E
Grundmann, F.-P., 1G
Gu, Guancheng, 11
Gumenyuk, Regina, 1H
Guryanov, Alexey N., 09, 13, 1N
Hädrich, Steffen, 0B
Hakert, Hubertus, 1C
Han, Seungryong, 16
Hapke, C., 1G
Harsharjan, Anand, 1K
Harush-Negari, A. B., 23
Hawkins, Thomas W., 11
Hayes, John R., 12
Hernandez-Garcia, J. C., 23
Herrera-Piad, L. A., 23
Ho, Daryl, 18
Honzátko, Pavel, 1V
Hou, Zhiyun, 2H
Conference Committee

Symposium Chairs

- **Reinhart Poprawe**, Fraunhofer-Institut für Lasertechnik (Germany)
- **Koji Sugioka**, RIKEN (Japan)

Symposium Co-Chairs

- **Guido Hennig**, Daetwyler Graphics AG (Switzerland)
- **Yongfeng Lu**, University of Nebraska-Lincoln (United States)

Program Track Chairs

- **Kunihiko Washio**, Paradigm Laser Research Ltd. (Japan)
- **John Ballato**, Clemson University (United States)

Conference Chair

- **Craig A. Robin**, Lockheed Martin Aculight (United States)

Conference Co-Chair

- **Ingmar Hartl**, Deutsches Elektronen-Synchrotron (Germany)

Conference Program Committee

- **Thomas Tanggaard Alkeskjold**, NKT Photonics A/S (Denmark)
- **Paulo Almeida**, NKT Photonics (United Kingdom)
- **John Ballato**, Clemson University (United States)
- **Adrian L. Carter**, Nufern (United States)
- **Fabio Di Teodoro**, Raytheon Company (United States)
- **Mark Dubinskii**, U.S. Army Research Laboratory (United States)
- **Clifford Headley III**, OFS Fitel LLC (United States)
- **Stuart D. Jackson**, Macquarie University (Australia)
- **Cesar Jauregui-Misas**, Friedrich-Schiller-Universität Jena (Germany)
- **Peter F. Moulton**, MIT Lincoln Laboratory (United States)
- **Martin H. Muendel**, Lumentum (United States)
- **L. Brandon Shaw**, U.S. Naval Research Laboratory (United States)
- **Wei Shi**, Tianjin University (China)
- **Akira Shirakawa**, The University of Electro-Communications (Japan)
- **Paul Steinvurzel**, The Aerospace Corporation (United States)
- **Ji Wang**, Corning Incorporated (United States)
- **Pu Wang**, Beijing University of Technology (China)
- **Lihmei Yang**, Laser-Femto (United States)
Session Chairs

1  Ultrafast Fiber Lasers and Amplifiers I
   Ingmar Hartl, Deutsches Elektronen-Synchrotron (Germany)

2  Ultrafast Fiber Lasers and Amplifiers II
   Yoann Zaouter, Amplitude Systèmes (France)

3  Thulium Doped Fiber Lasers and Amplifiers I
   Craig A. Robin, Lockheed Martin Aculight (United States)

4  Thulium Doped Fiber Lasers and Amplifiers II
   Stuart D. Jackson, Macquarie University (Australia)

5  Mode Instability
   Thomas Tanggaard Alkeskjold, NKT Photonics A/S (Denmark)

6  High Power Yb-Doped Fiber Lasers and Amplifiers I
   Craig A. Robin, Lockheed Martin Aculight (United States)

7  High Power Yb-Doped Fiber Lasers and Amplifiers II
   Peter F. Moulton, MIT Lincoln Laboratory (United States)

8  Novel Fiber Design and Materials
   Clifford Headley III, OFS Fitel LLC (United States)

9  Advances in Infrared Fibers
   John M. Ballato, Clemson University (United States)

10 Tunable Fiber Laser Sources
    Adrian L. Carter, Nufern (United States)

11 Short Pulse Fiber Amplifiers
    Fabio Di Teodoro, Raytheon Company (United States)

12 Erbium Doped Fiber Lasers and Amplifiers
    Mark Dubinskii, U.S. Army Research Laboratory (United States)

13 Fiber Characterization
    Michalis N. Zervas, Optoelectronics Research Center
    (United Kingdom)
14 Fiber Lasers and Amplifiers I
   L. Brandon Shaw, U.S. Naval Research Laboratory (United States)

15 Fiber Lasers and Amplifiers II
   Craig A. Robin, Lockheed Martin Aculight (United States)